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Condensation Induced Water-Hammer, CIWH, has been an

historical problem for the nuclear power industry over the

past 2 decades. It has caused damage to plant systems, and

considerable anguish to plant operators. This thesis has

embarked on an attempt to characterize the fluid motion, heat

transfer, mixing, and stability of a horizontal, stratified

flow of steam over subcooled water.

A literature review was conducted to determine the state

of numerical and analytical methods which have been applied

to this problem. The result of the review has led to the

implementation of new analytical interfacial stability

models. Information from the review has also led to the

development of correlations for wave frequency and amplitude

on the phase interface.



A numerical model has been developed to estimate the

temperature profile on the phase interface. Also, the model

will construct, by use of the above correlations, an estimate

of the interface wave structure. This wave structure is then

evaluated against a non-linear model for interface stability

to determine the onset of slug formation.

The numerical model has been used to evaluate two known

CIWH events. The results indicate that the onset of slug

formation is necessary, but not sufficient, to ensure a

water-hammer event. The results imply that there is the

possibility that once a slug has formed, it may break up

before a trapped steam void can fully collapse. The model

also indicates that CIWH in steam generator, feedwater nozzle

sections is not due to the formation of slug on an unstable

phase interface. Rather, CIWH may occur when the liquid

level inside of the feedwater nozzle is above the top of the

feedring, thus creating an isolated steam pocket. The rapid

condensation of the trapped steam in the causes CIWH. This

particular result implies that it may be possible to completely

avoid CIWH in the feedwater nozzle altogether.
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Numerical Analysis of Condensation Induced Water-Hammer

in Horizontal Piping Systems

1. INTRODUCTION

The thermal-hydraulic phenomenon of condensation induced

water-hammer, (CIWH), is of particular interest to the

commercial nuclear power industry. Probably the most

important reason for this interest stems from the potential

for serious damage to both primary and secondary piping

systems. The possible piping systems damage can range from

a purely elastic deformation of pipe components to a large

break, loss of coolant accident, (LOCA). It is the possibility

of the large break LOCA, or a rupture of main steam lines

that has implications for plant integrity and public safety.

For the nuclear plant systems designer, the interest in

CIWH takes on a greater economic light. The system designer

who can achieve design requirements, while avoiding the

geometries associated with CIWH, can also avoid the possible

need for replacement of damaged systems. Likewise, from the

plant operators' perspective, knowing the limits of operating

parameters for unavoidable CIWH geometries makes it possible

to avoid plant damage and the resulting loss of plant

availability.
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1.1 TYPE

There are different types of CIWH. The differences are

primarily the result of the geometry. However, all CIWH

events share a common mechanism: a steam void is cut off

from its steam supply which results in void collapse. Figure

1, Figure 2, Figure 3, & Figure 4 represent a time line for

pipe filling, water slug formation, acceleration, and finally,

slug impact and pressure wave formation.

t 2m

Subcooled grater

Figure (1): Pipe Refill
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Steam

Steam void

Slug Formati n

Figure (2): Bridging

Steam

Slug moves Into rapidly
collapsing steam void

Figure (3): Slug Acceleration

Steam

Slug impact with non-
compliant surface

V

Pressure wave forintirtion

Figure (4): Slug Impact

This thesis, as indicated by the title, will concentrate

only upon void collapse in horizontal piping systems as

indicated in the above sequence of pictures. In particular,
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the two specific cases to be looked at involve the main

feedwater line to top-feed steam generators of pressurized

water reactors, (PWR's). The cases to be analyzed involve

sub-cooled water refilling a steam voided line.

The main feedwater line to the steam generator generally

has two horizontal sections at different elevations. The

highest horizontal section is located at the hookup to the

steam generator nozzle. This high section is usually 1-5

meters in length and 25-45 centimeters in diameter. The

lower horizontal section, the main feedline, can be over 50

meters long with multiple bends and essentially the same

diameter as the high elevation section.

1.2 MODE OF ISOLATION

Figure 5 shows the high horizontal section at the

penetration to the steam generator. The mode of steam void

isolation is the result of slug formation, also known as

"Bridging". Bridging is the result of a thermal-hydraulic

instability at the wavy phase interface between the steam

and sub-cooled water.
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Steam Generator tun F'ecd Line
Feed Ring Penetration

ti cooled

Figure (5): Steam Generator Penetration

The interfacial instability is a complicated function of

geometry, fluid properties, interface wave structure, and

relative motion between the two fluid phases. Under certain

conditions, the wave structure can become unstable, with a

rapid amplification of wave amplitude. This can lead to

isolation of the steam void as shown in Figure 2.

1.3 GENERATION OF UNSTABLE CONDITIONS

Geometry is only part of the cause for CIWH. As mentioned

above, relative motion between the two fluid phases is very

important, and this is where the condensation process is

involved. In fact, the dynamic behavior of the system is

closely coupled to the condensation heat transfer process.

Figure 6 shows a simplified view of a horizontal section of

pipe. Initially the pipe was completely filled with steam.

Hence, the only heat transfer mechanism at work is the

condensation on the inside pipe wall. Therefore, the initial

velocity profile of the steam in tLe pipe section is due to

condensation onto the pipe wall. Now, as the pipe begins to
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refill with sub-cooled water, the interfacial surface area

between the two phases allows for direct contact condensation

to take place. Therefore, the axial velocity profile of the

steam is a function of two different condensation processes.

Steam

Phase Interface

Subcooled Water

Figure (6): Interface Surface Area

Because the heat transfer mechanism is condensation, there

is mass transfer from the vapor phase to the liquid phase.

It is possible to think of the velocity profile for the steam

as the result of a mass demand due to the condensation heat

transfer. This mass demand generates a mass flow rate of

steam as a function of time and space within the pipe, and

the mass flow rates can be converted into a velocity profile

as a function of time and space. The relative motion of

the steam over the water, due to the mass demand, causes

waves to form at the phase interface, effectively increasing

the direct contact surface area. Consequently, the mass

demand at the interface is increased which in turn generates

greater relative motion between the two phases. The further
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increase of relative motion creates a more highly agitated

phase interface which leads to greater heat transfer which

leads to more agitation and on and on and on. Over time,

this would seem to spiral out of control.

There is, however, a breaking mechanism to this runaway

process. The mass which is condensed from steam to water

must mix with the sub-cooled liquid. This mixing of the

condensate and water will increase the temperature of the

liquid phase in the pipe. Hence, the magnitude of the

temperature gradient, which drives the condensation process,

is decreased. If the rate at which the temperature gradient

falls is greater than the rate of increase in interfacial

surface area, then the entire system will move toward a more

stable process. For those who are familiar with nuclear

reactor physics, the mixing process acts much like that of

negative temperature coefficients of reactivity in fuel rods

where the reaction cross-sections are reduced with increasing

temperature.

1.4 OBJECTIVES

The primary objective of this thesis is to make a numerical

estimate of the transient condensation behavior for a hor-

izontal pipe refill scenario. A major goal of the estimate

will be to determine conditions which could lead to the onset

of bridging. Additional goals include, estimates of the

system over-pressure and forces which non-compliant surfaces
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in the pipe system could be subjected. (Non-compliant surfaces

are those surfaces which would bear the direct impact of an

accelerated water slug. They include elbows, side walls in

T-fittings, valves, and pumps. )
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2 REVIEW OF THE LITERATURE

The nature of the CIWH problem is so complex that the

literature review must cover a wide range of topics. The

pressure drop within the pipe due to interfacial shear stress

cannot be modelled using friction factors developed for smooth

pipes. Likewise the condensation heat transfer coefficients

for the interface can not be modelled using a simple

Dittus-Boelter correlation. Also, as will be discussed below,

there are many different methods for determining the onset

of slug formation. Hence, the major topics of the review

include flow pattern mapping, slug formation, interfacial

shear stress, (pressure drop), and heat transfer.

2.1 HISTORY OF CIWH

CIWH has primarily been a problem associated with the

commercial nuclear power industry. The following list of

publications from the Nuclear Regulatory Commission, (NRC),

provides an extensive evaluation of the industrial experience

with CIWH:

NUREG -0291

NUREG -0582

NUREG-0993

NUREG -0927

NUREG/CR-1606

NUREG/CR -2059

NUREG/CR -3939
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There were over 200 CIWH events reported to the NRC

between 1969 and 1986. NUREG/CR-5220 is the NRC manual for

inspectors dealing with the topic of CIWH, and discusses

methods of analysis as well as specific case studies of past

CIWH occurrences. This thesis will make use of the NRC

methods and attempt to replicate some of the case studies.

2.2 FLOW REGIME MAPS

Flow regime maps represent the earliest method for

predicting the hydraulic behavior of a two-phase system.

With respect to CIWH, flow regime maps have been used to

predict the onset of a slug flow pattern. The merits of

using flow regime maps for prediction of bridging will be

discussed in section 2.2.1, 2.2.2, and 2.2.3

A flow map may be described in general as being a

2-dimensional view of a parameter field. That is to say,

for two different parameters on two separate axes, usually

dimensionless, boundary curves are drawn which separate the

map into distinct zones. Each zone representing a particular

hydraulic flow behavior. Figure 7 shows a generic example

of flow regime map.



Parameter 2
1E+05

1E+03

1E+01

1E-01

1E-03
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Pattern Patte n
1 4 Pattern

6

, Patter
Pattern

5
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7Pattern
2

1E-05 1E-03 1E-01 1E+01

Parameter 1
1E+03

Figure (7): Flow Regime Map

1E+05
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A flow regime map has a large range and domain of

application. These range and domain values typically cover

many orders of magnitude. Because of the large range and

domain, many different flow patterns can be included on the

map. Some common flow patterns include bubbly, plug,

stratified, wavy, slug, annular, and spray or mist.

The first important flow map to be published was by Ovid

Baker, [1], in 1954. His flow map was developed for the flow

of oil and natural gas in the same pipeline. The results of

Baker's map were then applied to the design of multiphase

pipelines for oil and natural gas.

The development and use of flow maps remained within the

scope of chemical engineering, particularly in crude oil

applications, up to the early 1970's. During this time
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period, the application of flow maps expanded to include

pressure drop, and liquid holdup estimation. Papers by S.S.

Agrawal, G.A. Gregory, & G.W. Govier, [2], and J.M. Mandhane,

G.A. Gregory, & K. Aziz, [3], provided substantial improvement

and verification of the original work by Baker. Specifically,

the new works of Agrawal, and Mandhane introduced the use of

dimensionless groups of physical properties as flow map axis

parameters.

Papers by P.L. Spedding & Van Thanh Nguyen, [4], and

Yoshihiro IIDA, [5], during the mid and late 1970's, brought

forward flow regime maps for general gas-liquid flows.

Although these new maps were the result of air-water

experiments, they were generally considered acceptable for

use with any fluid component arrangement.

The early 1980's saw papers by Dvora Barnea, Ovadia Shoham,

Yehuda Taitel, & A.E. Dukler, [6], and Ovadia Shoham & Yehuda

Taitel, [7], which were concerned with the geometry dependence

of flow pattern maps. In particular a distinction was being

drawn between flow pattern maps for vertical or horizontal

and inclined flow. However, almost as soon as flow maps were

becoming differentiated by geometry, a paper by Dvora Barnea,

[8], proposed a unified model for all inclination angles!

It was not until recently that a paper by T.N. Tandon,

H.K. Varma, & C.P. Gupta, [9], became concerned with the

problem of mass transfer between fluid phases. Even more
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recently, papers by A. Matuszkiewicz, J.C. Flamand, & J.A.

Boure, [10], and P.Y. Lin & T.J. Hanratty, [11], and N.

Andritsos & T.J. Hanratty, [12], have shown an interest in

flow transition between specific patterns as well as the

instabilities which produce the pattern changes.

2.2.1 COMMENTS

The concept of flow pattern maps and their subsequent

application are of immediate concern to the systems

designer. Flow pattern maps have advantages and disad-

vantages associated with them depending upon the problem

to which they are applied.

2.2.2 ADVANTAGES

Flow pattern maps have a distinct advantage due to

their ease of use. This stems from the fairly simple

parameters, (not true for all maps), which are used as

axis values on the map. Using these maps allows for fast

estimation of the flow pattern to be encountered. This

in turn makes it a straight forward matter to estimate

pressure losses and thus simple to estimate required piping

and pump requirements.

2.2.3 DISADVANTAGES

Flow pattern maps also have some sharp disadvantages.

The most prominent of these is the subjective nature of

flow pattern definitions. What one person considers to

be the transition from one pattern to another may be
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different from the opinion of a second or third party. At

the same time, everyone could be in agreement on the pattern

transition but have a different name for the different

pattern, leading to confusion in the interpretation of the

data. Also, for some types of fluids, flow patterns may

or may not even be defined with respect to another fluid.

As an example, it is not clear that highly viscous fluids

possess flow patterns identical to nearly inviscid or even

Non-Newtonian fluids.

A second area of concern is the lack of a strong

theoretical base for these flow maps. These maps are, for

the most part, empirical results. The absence of a strong

theoretical basis for flow maps should be cause for hes-

itation in applying a flow map to designs which are sig-

nificantly different than the experiments conducted to

generate the map data base.

2.3 SLUG FORMATION

Because this thesis is concerned with the actual onset

of bridging, and because of the need for a stronger theoretical

basis to predict the phenomenon, it is necessary to look at

papers which are specifically concerned with the onset of

bridging. The first qualitative and quantitative discussion

came from H. Helmholtz, [13], in 1868, and Lord Kelvin, [14],

in 1910. The theory of interface instability has since been

known as Kelvin-Helmholtz instability theory. A complete
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discussion of Kelvin-Helmholtz theory can be found in a book

by S. Chandrasekhar, [15]. The many different theories which

are available to describe the onset of bridging can basically

be divided into two groups. Those which are based on

Kelvin-Helmholtz instability theory, and those which are not.

2.3.1 KELVIN-HELMHOLTZ BASED

The first Kelvin-Helmholtz based theory on bridging in

horizontal piping systems was presented by E.S. Kordyban

& T. Ranov, [16], in 1970. This paper suggested that the

onset of bridging could be predicted using a linear

Kelvin-Helmholtz model. Additional papers by Y. Taitel &

A.E. Dukler, [17], and K. Mishima & M. Ishii, [18], and

E. Hihara & T. Saito, [19], and P.Y. Lin & T.J. Hanratty,

[20], made further refinements to the linear theory with

new assumptions or by adding coefficients developed to

correlate experimental data.

The first paper to present a nonlinear Kelvin-Helmholtz

model of the onset of bridging was given by R. Ahmed & S.

Banerjee, [21]. This paper used a perturbation method to

get a third order approximation to the governing equation

of fluid flow. The nonlinear model is capable of closely

approximating the conditions which were drastically over

estimated by the linear theory.
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2.3.2 NON-KELVIN-HELMHOLTZ MODELS

The non-Kelvin-Helmholtz models are generally semi-

empirical in nature employing experimental correlations

to fit the model results to the experimental data. The

first paper to use this approach was presented by G.B.

Wallis & J.E. Dobson, [22]. This paper makes assumptions

about the wave structure of the interface which take it

out of the purely Kelvin-Helmholtz theory. Wallis and

Dobson then proceed to relate the stability of the assumed

surface structure to the superficial velocity of the two

fluids. This paper is important because the experiments

which are outlined were the first to show that the linear

Kelvin-Helmholtz models are inadequate for predicting the

onset of bridging. Since the papers publication, the

experimental results have become a benchmark for comparison

of new theoretical models.

Recent papers by G.C. Gardner, [23], and J. Kubie,

[24] , and A.J. Johnston, [25] , and W.P. Jepson, [26], have

been presented which further attack the adequacy of linear

Kelvin-Helmholtz theory to predict the onset of bridging

because of the inaccuracy with experimental results. These

papers made improvements to the Wallis and Dobson model

and also presented new experimental data confirming the

Wallis and Dobson data. Ultimately though, these papers

became a digression to supporting the use of flow regime
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maps for predicting the presence of slug flow.

2.3.3 COMMENTS

The centerpiece of this thesis is the incorporation of

the nonlinear Kelvin-Helmholtz theory presented by Ahmed

& Banerjee. This method has the strongest theoretical

background. It also has the advantage of being capable

of predicting the onset of bridging more accurately than

the linear Kelvin-Helmholtz models.

2.4 INTERFACIAL SHEAR STRESS

Because the problem of CIWH involves the relative motion

of two different phases past each other, there will undoubtedly

be a shear stress at the interface boundary. The interfacial

friction resulting from the shear stress will directly effect

the pressure loss. Hence the physical properties of the

steam will be changing with respect to position in the piping

system. The variable nature of the steam properties will

create variability in the heat transfer and subsequently,

the velocity profile will have some dependence upon the

magnitude of the shear stress. It is, therefore, important

to be able to model the pressure losses in an accurate manner.

2.4.1 PRESSURE DROP

In 1949, R.W. Lockhart & R.C. Martinelli, [27], proposed

a correlation for the pressure drop and liquid holdup of

isothermal, two-phase flow. Virtually every paper on the

subject prior to 1980 is either a direct descendant or an
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improvement using new data. It is not until 1981, that a

paper by the well known two-phase flow expert V. Kadambi,

[28], begins to deal with the problem of pressure drop for

a specific flow regime. Yet, even at that point in time,

the theoretical development is heavily influenced by the

methods used in flow pattern map analysis as well as the

method of Lockhart and Martinelli.

It is only within the last decade that theoretical and

experimental investigation has focused attention on

pressure drop in specific flow patterns. This focus has

been upon the strong development of theoretical forms for

the interfacial shear stress in tandem with trying to

experimentally measure the interfacial shear stress.

Papers by A.J. Johnston, [29], and Y.L. Sinai, [30], and

N. Andritsos & T.J. Hanratty, [31], and Y. Hagiwara, E.

Esmaeilzadeh, H. Tsutsui, & K. Suzuki, [32], and J. Hart,

P.J. Hamersma, & J.M.H. Fortuin, [33], show that the new

semi-theoretical models are a good match to the newly

measured data on interfacial shear stress.

From the stand point of applicability to the specific

CIWH problems of this thesis, none of the above mentioned

methods of estimating the interfacial shear stress are

satisfactory. The primary reason for this is the stagnant

nature of the sub-cooled liquid phase. In this thesis,

the sub-cooled liquid has no bulk velocity in the axial
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direction of the pipe. Hence, the liquid phase Reynolds

number is zero. Therefore, any friction factor correlation

which requires the use of the liquid phase Reynolds number

can not be satisfied. There is however, a correlation

presented by H.J. Kim, [34], which can produce an estimate

of the interfacial shear stress even when the Reynold number

goes to zero. This method will be discussed in more detail

in the chapter on methods.

2.5 HEAT TRANSFER

The mode of heat transfer which is important to the problem

of CIWH is condensation. For the particular problem to be

addressed in this thesis, both direct contact, and filmwise

condensation processes are involved. Therefore, the lit-

erature review in heat transfer will be confined to these

two areas.

2.5.1 FILM CONDENSATION

For the most part, condensation processes in industry

are conducted on the external side of tubes. That is to

say, on the shell side of a heat exchanger. The first

person to look at this method of heat transfer was Nusselt,

[35], in 1916. The results of Nusselt's analysis have

remained at the center of condensation heat transfer theory

to this day. The first major attempt to look at tube side

condensation came from D. Butterworth, [36], in 1974. As

Dr. Butterworth noted in his paper, the predicted results
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of his analysis could only show limited agreement with the

experimental data due, in part, to the scarcity of data

on the subject.

In the mid 1980's, new papers covering the theory of

tube side condensation, along with new experimental data,

solidified the basic ideas about the whole process. Papers

by V.G. Rifert, [37], and D.M. Maron & S. Sideman, [38],

and I.Y. Chen & G. Kocamustafaogullari, [39], provide

excellent theoretical methods for predicting tube side,

heat transfer behavior. For the problem to be considered

in this thesis, the model proposed by Maron & Sideman will

be used to determine the rate of heat transfer to the tube

walls.

2.5.2 DIRECT CONTACT CONDENSATION

Direct contact steam-water condensation is a relative

newcomer to the experimental and theoretical world of heat

transfer. The first detailed paper on experimental results

was by R.M. Thomas, [40], in 1978. Dr. Thomas used the

theoretical models of T.G. Theofanous, R.N. Houze, & L.K.

Brumfield, [41], as the basis for correlating the results

of his experiments.

After the appearance of the Thomas results, a flurry

of new investigation was initiated. The bulk of which

belongs to the Italian group of G.P. Celata, M. Cumo, G.E.

Farello, and G. Focardi, ([42],[43],[44],[45],&[46]).
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Their experimental results were for the most part, con-

densation of steam, (both saturated and super heated), on

a smooth, sub-cooled water interface. These experimental

results provide an excellent reference point for comparison

of new theoretical models and experimental data. Additional

experiments on direct contact condensation have been made

by A. Segev, L.J. Flanigan, R.E. Kurth, & R.P. Collier,

[47], and I.S. Lim, R.S. Tankin, & M.C. Yuen, [48], and

H.J. Kim & S.G. Bankoff,[34] & [49]. These papers discuss

the results of experiments with steam condensation on a

turbulent water interface.

For the purposes of this thesis, the results and the

method of model correlation presented by Kim & Bankoff are

ideal. As was the case for determining the shear stress

friction factors, there is no bulk fluid Reynolds number

in the liquid phase. Hence, most of the correlations found

in the literature are unsatisfactory in format. The

turbulence centered model of Kim & Bankoff is a function

of the interface structure and is independent of the

relative motion of the two fluid phases.

In passing, mention must be made of papers presented

by Jung-Hoon Chun, Martin A. Shimko, & Ain A. Sonin, [50]

& [51]. This 1986 paper presents evidence of condensation

instabilities at the phase interface. The experimental

results show, for reasons unknown, that an instability in
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the interface can increase the heat transfer by a factor

of 100. The time frame for this condensation instability

is approximately 10 milliseconds. There will be no attempt

to model such instabilities in the condensation because

the nature of the mechanism causing the instability is

unclear. The extent of the effect upon the surface area

for this instability is also uncertain.

2.6 COMMENTS

The literature review has shown that there is very little

material in the fields of interfacial shear stress and direct

contact heat transfer for stagnant liquid situations. The

literature is strongly dominated by semi-theoretical modeling

and experimental correlations. The review has provided a

wide range of bridging models. The bridging method used in

this thesis was basically chosen because of the desire for

a model with a strong theoretical background. Finally, the

review has provided evidence of instability in the interface

condensation process which should call attention to the

uncertainty in any heat transfer model to be employed.
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3 METHODS

The methods chapter is devoted to a complete presentation

of all the theoretical and numerical models which are used

in the analysis of the present CIWH problem. Modeling the

thermal-hydraulic behavior of CIWH is difficult because many

different physical mechanisms are at work. The primary

driving force behind the entire process is the temperature

gradient between the steam and the subcooled water. A

secondary driving force is the temperature gradient between

the steam and the pipe wall. As we will see in chapter 4,

the pipe wall-steam temperature gradient can actually be the

main force driving the entire process depending upon the

geometry and auxiliary feedwater flow rates. It should be

clear that the condensation phenomenon is the most important

process occurring in the system. Hence, it is vital that we

have a good model available to predict the condensation rates

as a function of position and time.

This chapter is broken into 6 sections. Section 3.1 is

concerned with the overall geometry model for the system,

the control volume. This is the model which will form the

basis for all of our calculations. Section 3.2 will deal

with the determination of the physical structure of the phase

interface. Specifically, the determination of wave frequency,

wave amplitude, and wave number. These three quantities are

important for the determination of the interfacial heat
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transfer coefficients and the onset of bridging.

Section 3.3 will be concerned with the actual estimation

of the heat transfer at the phase interface and on the pipe

wall. In addition, a model will be presented for determination

of the minimum possible phase interface surface temperature.

This model will have implications for the magnitude of the

interfacial heat & mass transfer, and subsequently, the total

mass flow rate of steam in the pipe.

Section 3.4 will be centered upon the calculation of the

pressure gradient, and implicitly, the axial temperature

gradient of the steam inside the pipe, and section 3.5 will

provide a brief discussion of the interface stability model

along with the model requirements. Finally, section 3.6

will take a look at the computer program used to implement

the total CIWH model. This will include a discussion of the

code input requirements as well as the code operational flow.

3.1 CONTROL VOLUME

The goal for the control volume approach to the CIWH

problem is to provide a method of estimating the average

velocity of the steam as a function of axial position in the

horizontal piping system. Figure 8 gives us a perspective

view of the typical control volume to be used.
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Figure (8): Control Volume

The mass flow rates are for the gas phase. Conservation

of mass requires the following:

Equation (1):

1111 in p = out

where:

Equation (2):

out = Iil oat/ + Ill out2 ril out3

These two equations merely state that there is a balance

between the mass transfer modes of the control volume. The

balance is between the mass which enters the control volume

as steam and then exits the control volume, either directly

as steam or as condensate on the pipe walls and at the phase
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interface.

Figure 9 shows the control volume for the steam terminal

boundary. Again, as in Figure 4, the mass flow rates are

for the gas phase.

Terminal Boundary
Condition

Figure (9): Terminal Boundary

Where conservation of mass is expressed by the following:

Equation (3):

nil inTB = rh outA outB

As before, this equation states that the steam mass flow

rate that enters the terminal boundary must equal the con-

densation mass flow rates on the pipe walls and phase

interface. The numerical solution approach will be to start

at the steam terminal boundary and calculate the condensation

mass flow rate demand on the pipe walls and phase interface.

Using equation (3), we can then determine the steam mass flow

rate demand into the terminal boundary control volume. The
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solution method then proceeds back, axially to the steam

source, calculating the steam mass flow rate as a function

of axial position. Figure 10 shows the relationships needed

for this process.

1+4-1 I 771,,,IN I

A

711.,...o N 1-16u0V

771.,,av

--s-

Figure (10): Mass Flow Rates

Because control volume (N), (where N is the numerical

index for the total number of discrete control volumes in

the horizontal pipe section), and the terminal boundary share

a common border, the following conservation of mass must

hold:

Equation (4):

h out3(N)= RI inTB

Likewise, the following conservation of mass requirement

defines the common borders for all other control volumes:

Equation (5):

out3(N-1)= thinp(N)
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Now we will begin to take a closer look at the terminal

boundary. Equation (3) relates the two condensation mass

transfer rates to the total mass demand into the terminal

boundary control volume. The following equations describe

the energy transfer which is associated with the mass transfer

for the wall and interface condensation. Hence, we have:

Equation (6):

CI (out A) = h (outA) A (outA)AT (out A)

Equation (7):

Cl (outB) = 11 (outB)A (outB)A (outB)

Equation (8):

Ci (out A) = (outA) h fg(outA)

Equation (9):

(outB) = ( °ate) h fg(outB)

where:

h ig = the latent heat o f vaporization

Now, by combining equations (6&8) and (7&9), we arrive

at expressions for the mass demand of condensation, for the

terminal boundary, on the pipe wall and phase interface given

by the following:



29

Equation (10):
homa,00,w,"AT0,,,,,"

ITl (outA) h /g(outA)

Equation (11):

h(outB)A(owe)AT(outB)
(outB)

fg(oufB)

Now, substituting into equation (3), we get:

Equation (12):

hou,A)A(0.,A) AT(0.,A) hcoutioA(,B)AT(0.,8)Ill (tnTB) -i-
.

h /g(outA ) h fg(outB)

However, the latent heat of vaporization is the same for

the condensation on the pipe wall and at the interface.

Hence:

Equation (13):

h /gTB = h /g(outA)= h /g(outB)

Therefore, upon substitution we get:

Equation (14):

(inTB) h fgTB[h
(out,i) A (outA)LIT(outA) h (oute)A (oute)A (owe)

Now, because of equation (4), we have the link to control

volume (N). Hence, upon substitution into equation (2), once

again, only the mass demand on the pipe wall and phase

interface needs to be determined. In a manner similar to

that used at the terminal boundary, we need to write the mass

flow rate demand in terms of the energy transfer. Therefore,

we get the following:
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Equation (15):

C outl (N) houti(N)Aoutr(N)ATouti(N)

Equation (16):

cloutz(N)=hout2(N)Aout2(N)ATout2(N)

Equation (17):

1 out/ (N) = Eh outr(N)h fg(outl (N))

Equation (18):

out2(N) = m out2(N ) h fg(out2(N))

where:

h ig= the latent heat of vaporization

Now, by combining equations (15 &l7) and (16 &l8), we arrive

at expressions for the mass demand of condensation, for

control volume (N), on the pipe wall and phase interface

given by the following:

Equation (19):

ho.(N)A..(N)AT..(N)
OUt (N) h N(outi(N))

Equation (20):
1,0,200A.,(N),Irow2u0

Iiiout2(N) h /9(0.12(N ))

However, the latent heat of vaporization is the same for

the condensation on the pipe wall and at the interface.

Hence:
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Equation (21):

h f9(N) = hig(outl(N)) = h fg(out2(N))

Therefore, upon substitution of equation (21), we get an

expression for the mass flow rate demand, into control volume

(N), as follows:

Equation (22):

m ou / vinp(N) h [h t A) out I (. )
AT outl ( N )4- h out2(N) A oui2(N)ATout2(N)] out3(N)

Combining equations (5,14,&22), we can proceed to cal-

culate the mass flow rate demand for steam as a function of

axial pipe position. Because the interfacial stability

criterion is a function of the relative motion of the fluids,

we need to convert the mass flow rate demand into the average

velocity field of the steam in the pipe system.

3.1.1 AVERAGE VELOCITY FIELD

In order to arrive at an expression for the average

velocity field of the steam, we must begin with the def-

inition of mass flux given by the following:

Equation (23):

Eh = p(C A)dS

Where S is the notation for a general curvilinear

surface. For the case of steam flow through the previously

defined control volume, the surface through which mass is

transferred from control volume (N-1) to (N), is planer.
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The orientation of the surface S is normal to the axis of

the horizontal piping system. Therefore, we can represent

the above surface integral as an integral over a defined

area as follows:

Equation (24):

= I p(c/ ri)dA
A

Because the mass transfer along the axial direction is

being treated as one-dimensional, and because the unit

normal vector of area A is parallel to the direction of

the velocity vector, we can make the following assumption:

Equation (25):

a c e =
`

n)

Therefore, we get:

Equation (26) :

m = ; PT/,dA
A

Now, because the cross-sectional area is a function of

time, we need to make the following quasi-steady state

assumption. Over a given time interval, there exists some

average cross-sectional area for the steam to move through.

The average cross-sectional area can then be assumed to

be constant over the duration of the time interval. How

one determines the average cross-sectional area is the

subject of section 3.1.2. Therefore, applying this
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assumption we get the following:

Equation (27):

61= I p Taved A

Because the cross-sectional area is assumed to be

constant over the time interval, the density and velocity

can be assumed to be independent of the average cross-

sectional area. Hence, we get:

Equation (28):

.

m = p v aye J d A

Also, because the cross sectional area is assumed to

be constant over the time interval, we get for the average

gas cross-sectional area the following:

Equation (29):

A aue = d A
A ave(g)

Therefore, upon substitution and rearranging, we get:

Equation (30):

V aye p A a, )

This result can be shown in discretized form as:

Equation (31):

M LAP(N)
V avO(N) n (N ) 'ave(g)
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Now that we have an expression for the average velocity

as a function of axial position, we need to discuss how

to determine the average cross-sectional area for a given

time interval.

3.1.2 AVERAGE CROSS-SECTIONAL AREA

Under the premise of a horizontal piping system, it

is reasonable to assume that the average cross-sectional

area of flow will be independent of axial position in the

system. Hence, we need only confine the determination of

average cross-sectional area to the macroscopic point of

view of the entire system.

At any given time t, there will be some finite quantity

of liquid in the system such that the following criterion

is met:

Equation (32):

05.Vi<Vtot

where:

V/ = system liquid volume

V lot= internal volume o f the pipe system

From the prior determination of mass flow rates above,

we can determine the volumetric flow rate of condensate

into the liquid phase. Also, we are given the auxiliary
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feedwater flow rate. Hence, adding these terms gives us

the total volumetric flow rate of liquid into the piping

system. This total flow rate is given by:

Equation (33):

V tot(t) = aux(t) 4. V 1(t) + 2(t)

where:

tot(t) = total volumetric f low rate of liquid at time t

aux(t) = aux feedwater volumetric f low rate at time t

V tor= vol. f low rate of condensation from pipe wall at time t

20)= vol. f low rate of condensation at phase inter face at time t

We will now assume that, for short time intervals, the

volumetric flow rate remains constant. Hence, we can

extrapolate, by integration over the time interval, to

determine the total increase in liquid phase volume in the

piping system for the time interval. This is given by:

Equation (34):

V At tot(odt

where:

,t= liquid volume increase during the time interval t

Therefore, the total volume of liquid at the end of

time interval t is given by the following:

Equation (35):

tot(t- 1) = V tot(t) V At



36

Now that we have the liquid volume at the start and

end of time interval t, we will assume that the average

volume for this time interval is given by the following:

Equation (36) :

vioico.vicg(1I)
V aue 2

Now that we have determined the average volume of liquid

in the pipe system, we will take advantage of the above

stated cross-sectional area independence in axial position.

If we take the average liquid volume in the pipe and divide

by the total length of the pipe, we get:

Equation (37) :

Vot.
ace(()_

where:

L = total length o f the pipe system

ave(l)= average cross- sectional area of liquid

Hence, we can now determine the average cross-sectional

area of the steam phase by the following expression:

Equation (38):

.-kate(g)-= ---\ tot .-Ak are( 0

where:

A to, = total cross- sectiona l area o f the pipe
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3.1.3 HEAT TRANSFER SURFACE AREAS

With the average cross-sectional area of the gas phase

determined, we will now move on to determine the surface

areas on the pipe wall and at the phase interface

Figure (11): Cross-Section: d<R

Figure 11 shows us the cross-sectional area of the

piping system with both the steam and water present. From

this picture, which shows that the depth of the liquid is

less than the radius of the pipe, it can be seen that the

heat transfer surface areas for the pipe wall is given by:
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Equation (39):

Amu, = ArcL

where:

Arc = distance f rom A clockwise to B

L= length o f the piping system

Likewise, the phase interface surface area is given

Equation (40):

Aout2=ChorcIL

where:

Chord = linear distance f rom A to B

L= length o f the piping system

Figure (12): Cross-Section: d>R
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Figure 12 shows us the cross-sectional area of the

piping system for the case where the depth of the liquid

phase is greater than the radius of the pipe. The above

equations for heat transfer surface areas hold for both

cases. However, it is necessary to have different methods

of determining the arc length and chord length depending

upon the depth of the liquid phase in the pipe system. We

will begin with determining the chord length as follows:

Equation (41):

Chord = 2R sinCn

This expression is valid for any depth of liquid phase,

yet, the method to determine theta is dependent on the

liquid phase depth. The expression for theta is given by:

Equation (42):

8= 2cos"
(R-d)

1 R I

for: d R

or

Equation (43):

e = 2cos" {
(d-R)

R

for: d R

where:
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R= pipe radius

d= liquid depth

Now that we have the necessary expressions for theta,

it is a simple matter to define the length of the arc from

point A to point B as:

Equation (44) :

Arc= 23-tR -R0

for: d

or

Equation (45) :

arc = RO

for: cl R

We now have expressions for the heat transfer surface

area for the pipe wall and phase interface. However, the

form is for the entire system. That is easily dealt with

by replacing the total length of the pipe system with the

length of control volume (N). That will give the following

definitions for each discrete control volume as:

Equation (46) :

Aouti = ArcAXN

Equation (47):

A,,t2=ChordAXN
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A brief note is in order about the heat transfer surface

areas in the terminal boundary control volume. It is

assumed that the pipe wall surface area and the phase

interface surface area are determined in the same way as

all other discrete control volumes. The only difference

is in the definition of delta X. For the terminal boundary,

the following expressions apply:

Equation (48) :

outA = ArcD

Equation (49) :

A out2 = ChorcID

where:

D = pipe diameter

That completes the determination of expressions for

all heat transfer and cross-sectional areas. The evaluation

of heat transfer coefficients and temperature gradients

will be discussed in section 3.3.

3.2 INTERFACE STRUCTURE

The determination of the phase interface structure is

important for two reasons. The primary reason is to determine

the wave number as a function of axial position in the piping

system. The wave number is an important input value for the

bridging criterion because it defines the onset of bridging

for given value of relative phase motion. The second reason

for determining the interface structure involves estimation
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of the wave amplitude as a function of axial piping position.

The wave amplitude is an integral component of the turbulence

centered model for the interfacial heat transfer coefficient,

which will be discussed in greater detail in section 3.3.

Because there is no theoretical model for determining

the wave amplitude and wave number on the phase interface,

it will be necessary to use experimental data to develop

correlations for these quantities. For this thesis, the wave

amplitude correlation will be a function of wave frequency,

and the wave number model will require knowledge of the rate

of change in wave frequency as a function of axial piping

position.

3.2.1 INTERFACE WAVE FREOUENCY AND AMPLITUDE

Because there are no theoretical models to estimate

the wave frequency, we are forced to develop a correlation

for the frequency. Preferably, the correlation will be a

function of a dimensionless group so that we might apply

the correlation, with some confidence, to regions which

are outside of the original correlation data.

It turns out that the only source available for raw

interface structure data is the work by Kim, [34]. This

report provides raw data for wave frequency and wave

amplitude with respect to additional data on geometry,

fluid physical properties, and flow conditions. This report

also has the only data on this subject which is relevant
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to the present analysis. The data is for a horizontal,

counter-current flow situation of steam and subcooled water

which is directly applicable to the present work. One

major draw back of the experiment, with respect to the

current analysis, is that the liquid phase was flowing

along the axis of the test section.. That is quite different

from the present case which has no axial fluid motion.

Therefore, one must use some discretion in applying the

methods of this thesis to any particular case analysis.

With the need for a dimensionless group to formulate

a correlation, we initially looked to the familiar Euler

number, (Eu), and Weber number, (We). Their respective

definitions are as follows:

g=

Equation (50):
g..1Pp

Eu
mz

and

Equation (51):
m2D

%Nee
gpgA0

where:

gravitational acceleration

A g = cross sectional area o f gas f lou,

pg= density of gas

rfig- mass f low rate o f gas

AP= specific pressure drop for gas
D.= equivalent diameter
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o = surface tension

A regression analysis was performed on all of the

dimensionless groups which are presented in this section.

The results of the regression analysis will be presented

in terms of the correlation coefficient. A correlation

coefficient value of 100 % would mean a perfect fit of the

data to the regression function, and a value of 0% would

mean no relationship of any kind is present. The coefficient

is defined by the following:

x.lyi

Ll n
)2)

where:

x= x-axis values
= y axis values

n= total number of data points

2

The correlation coefficient for the above mentioned

dimensionless groups is very poor; less than 10%.

Therefore, it is necessary to develop our own dimensionless

groups using the Buckingham Pi method, [52]. After several

trials, the following groups have been selected:

Equation (52):
De,lp(0.4)g(..2)

n
mv.4)



Equation (53) :

Tg

FI2 Tf

Equation (54):

where:

g = gravitational acceleration

rhg = mass f low rate o f gas
D0= equivalent diameter

L\p = density difference o f gas- liquid

Tg= temperature o f gas

Ti= temperature o f liquid

are = average velocity o f gas

a= wave amplitude

= wave frequency
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Figure 13 and Figure 14 show the results of the data

correlations. The parameter on the x-axis for both figures

is given by the following:

Equation (55):

11wo.i)exn(
1225000
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The correlation for frequency is given by:

15
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Equation (56):

f=241.1463111" 11.82684

The correlation factor for this expression is 77.9%.

The correlation for n3 is given by:
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Equation (57):

n3=0.0014128[122.89843

The correlation factor for this expression is 89.6%.

Once this expression is evaluated, the amplitude can be

found by the following:

Equation (58):

a= fr7

3.2.2 INTERFACE WAVE NUMBER

Because there are no theoretical models to estimate

the wave number as a function of position, we will need

to develop a correlation for one, or develop a theoretical

model. There are, unfortunately, no experimental data to

develop such a correlation. Therefore, we are left to

develop a theoretical model.

The task of creating a new theoretical model is very

extensive and could be the sole topic of a thesis on its

own. Therefore, we need to make the following assumption:

All waves which impact the terminal boundary pipe wall are

completely damped. This will eliminate the need to consider

wave reflection along with constructive and destructive

interference of waves traveling counter-current to the

steam flow.

We will start by defining the wave number as:
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Equation (59) :

k =-

where:

c = wave velocity

We are interested in deriving a relationship which will

allow us to determine the rate of change in wave number

as a function of position. We will also make the assumption

that the wave velocity is equal to the inlet steam velocity.

We will make this assumption purely for the sake of sim-

plicity because there is no available data on this par-

ticular topic. Taking the derivative of the wave number

with respect to position we get:

Equation (60):

d
(k)=

v at e(o) ddx ( f )ch.

In approximate form we get:

Equation (61):

1 ,
LNk LS Iv..(0)

And in discrete nodal form we have:

Equation (62):

k(N)=- k(N_1)-4-
1

ks (N) f(v-1))
auto)

with Boundary Conditions:

k(L)=0

f(L)=0
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These expressions will allow us to estimate the wave

number as a function of position at each time interval.

3.3 HEAT TRANSFER

This section will be concerned with the two major modes

of heat transfer from the steam to the subcooled liquid.

Also, the mixing of condensate with the liquid which is

present in the system will be addressed.

3.3.1 PIPE WALL HEAT TRANSFER

In this section, we will be discussing the method used

to determine heat transfer coefficients, h (outl N) & h (out! A),

from the steam to the pipe wall. The method used by Maron

and Sideman, [38], will be used in this thesis. Figure

15 shows the cross-sectional view of the pipe.
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Figure (15): Pipe Wall Condensation

According to Maron and Sideman, the local heat transfer

coefficient is given by the following:

Equation (63) :

(sinoo.25
h, = C1(7,-)

and:

Equation (64) :
2 3 0.25

=
ghigp,k,
4p,RAT

where:

g = gravitational acceleration

p 1 = liquid density

kl= liquid thermal conductivity

= !iquid viscosity

R= pipe radius

h ig= latent heat of vaporization
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AT = wall surface subcooling

Now, all that needs to be done is to integrate over

the pipe wall surface length and then divide by the angle

of integration to get the average heat transfer coefficient

on the pipe wall. Hence:

Equation (65):

h =h
2c, ror-0,,o(sin)0.25d4)

40(outA) (outN) (u_.)) 0 l m
))

This integral is then evaluated numerically at each

time interval by the use of the extended trapezoid rule.

The integral then becomes:

Equation (66):

(n-°-)isin0").25 (TIC71) 1

N-1

CH)
N-1 20.1+10+

where:

N -1 = number of cells

3.3.2 PHASE INTERFACE HEAT TRANSFER

In this section we will concentrate upon the method of

calculating the heat transfer coefficients at the phase

interface, h (out2A & h(outB) This thesis will be using the

turbulence centered model of Kim, [34], to determine the

value of the Nusselt number. The following expression

gives the correlation for the Nusselt number as:
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Equation (67):

Nut=0.134Re'95Pr°5

The turbulent Reynolds number is defined as:

Equation (68):
u a

Re t =

where:

a = wave amplitude

v = kinematic liquid viscosity

ut = .\/

The shear stress is given as:

Equation (69):

T = T
a Chord dx

ate

where:

rhg = steam mass f low rate

An expression for the adiabatic interfacial shear stress

can be found in section 3.4. Once we have determined the

turbulent Nusselt number, we can determine the interface

heat transfer coefficient as:
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Equation (70):

h(out2N) = h(outA)=;Nut

where:

k = liquid thermal conductivity

a= wave amplitude

3.3.3 LIQUID MIXING

Because of the mass transfer at the phase interface

and on the pipe wall, it is necessary to estimate how this

saturated liquid from the condensation process will

interact with the subcooled liquid. The main point of

this is to estimate the surface temperature of the liquid

phase as a function of time. For the purpose of this

thesis, we will assume that the condensate will be uniformly

and completely mixed with the subcooled liquid phase. This

assumption will allow us to estimate the minimum possible

liquid phase surface temperature because the condensate

cannot mix with more liquid than is present at any given

time. Another more complex approach to the mixing probem

would be to assume only a small layer of condensate mixing

with convection to the rest of the liquid. This method,

however, will not be used here.

In addition to the uniform mixing assumption, we will

assume that the latent heat of vaporization which is

associated with the condensation on the pipe wall will be

completely absorbed and then conducted away by the pipe
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wall. Also, for the sake of simplicity, we will assume

that the enthalpy values for all of the individual mass

groups is independent of time.

We will begin by formulating the energy balance

relationship as follows:

Equation (71):

It (mt
°
tht

°
t)=

c It
(mAphAF)+-1 (n1 /h 1)±d (mc2hc2)±ddt(nc2hig)c dt c dt

where the subscripts are associated to the following

mass groups:

tot = total mass for the system

AF = auxiliary feedwater

cl = condensate from the pipe wall

c2 = condensate on the inter face

Now, carry out the differentiation. Also, if we assume

that the latent heat of vaporization and the enthalpy of

the auxiliary feedwater are independent of time, we get

the following:

Equation (72):

ci h tot cl rn tot dm iF dm c2
rn tot " = h AF hdt tot dt dt a dt dt (h 2 + h )
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If we substitute the following thermodynamic rela-

tionship:

Equation (73):

d h to, = C ptot d T tot

and

Equation (74):

dm
= m

we will get the following:

Equation (75):

htotnitot+hAFITIAF+hcithci mc2(hc2+hig))
dT tot

d t

1

m tot C ptot

Now we can solve this for the total change in liquid

phase temperature over time interval as the following:

Equation (76):

At
ATt

c't
h toot h AF ril AF h clrh cl rh c2(h c2+ h fg))m tot C ptot

3.4 RESSURE GRADIENT

Calculation of the pressure gradient for the steam phase

is necessary to allow the determination of the physical

properties. The pressure drop model that will be used in

this thesis is the one presented by Kim (34]. Figure 16

shows the two different shear stress components which need

to be accounted for.
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Figure (16): Interface & Wall Shear Stress

From [34], the following expression for the pressure

gradient has been taken:

Equation (77):
dPg dPg

dx dx aPgVate dx

where:

dPg

dx a f rictiona l losses o f the system.

PgVa frictional losses due to mass transfer

From [34], the following definitions are used:

Equation (78):
dPg

d
= E77CI,a Tb )Pgg Sin 0

However, the system we are looking at is horizontal.

Therefore, the second term on the right hand side goes to

zero and the equation becomes:
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Equation (79):
dP -1=-dx D-d (t +TO

The calculation of the shear stress is given by:

Equation (80):
.72

b = f bP g ;

where:

'Lb= wall shear stress

The wall friction factor is given by:

Equation (81) :

f b = 0.079Re;%25

The Reynolds number is defined as:

Equation (82):

Reg.D.-
q

where:

De = equivalent diameter

or

Equation (83):

D
( cross - sectional area of flow

De= 4
wetted pertmeter

The interfacial shear stress is given by:

Equation (84):

V

ti.a= fi.aPgi1

The interfacial friction factor is given by:
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Equation (85) :

f t.a= 1.875*10-5Rei +0.0068

for:

Re/ < 340

However, because the liquid phase Reynolds number is zero,

the interfacial friction factor is given by:

Equation (86) :

La 0.0068

Therefore, upon substitution, we get the following:

Equation (87):
dPg -1
dx ti. a 4. tb Pg a" dx

Equation (88):
dPg

dx
_ i -2

ave

+

-2
V CV, n

g
7

dT.
D-d f L, aPg 2 bPg a" dx

Equation (89):
2dPg -pgvav dT,c,

dx 2(D-d;[ f ta+ f dPgV aye dx

Now, we need to place the pressure gradient into a

discrete, nodal format. Therefore:

Equation (90):
2

AP 9(N ) .") g(N ) V 0,g(N ave(N )

2(D-d) [f i.a(N)+ f b(N)] Pg(N)vave(N) AX(N)

Hence, the change in pressure over a given node (N) is

given by:
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Equation (91):

APg(N)A
g(N) LAX (N)

We can now determine the pressure field in the steam, by

starting at the steam inlet and proceeding to the terminal

boundary, using the following expression:

Equation (92):

where:

P =Prnie, for the first node
2

Once the pressure field is established, the physical

properties of the steam as a function of position can be

determined. Note: (This is done using an iterative process

within a time interval to converge the heat transfer coef-

ficients and pressure field. More about this is contained in

section 3.6.)

3.5 BRIDGING

For this thesis, we will be using the transition model

of Ahmed & Banerjee, [21]. Their paper provides a nonlinear

stability criterion for the onset of bridging. This section

will outline the solution method used and present the final

result for the onset of bridging. Figure 17 Shows the physical

layout reference for the derivation.
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Figure (17): Bridging Model Geometry

The derivation begins with the Laplace equation for wave

propagation which is given by the following:

Equation (93):

V 2 43 0

and

Equation (94):

72(13=0

where:

= total velocity potential o f liquid

43= total velocity potential o f gas

These equations are subject to the following boundary

conditions:

Equation (95):

= 0ay

for: y=-h

and
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Equation (96):

34) = 0ay

for: y=4-ii

where:

= distance f rom gas- liquid inter face to pipe-gas inter face

h = distance from gas liquid inter face to pipe- liquid inter face

Using a perturbation technique based on the method of

multiple scales, it is possible to convert the general solution

to the Laplace equation into multiple equations containing

like powers of e, which is the perturbation variable. The

multiple equations of epsilon allow for different order

approximations to the solution. Solving the first order

epsilon equation will lead to a first order, or linear

approximation to the solution of the governing equations.

Hence, solving higher order epsilon equations leads to higher

order, non-linear approximations to the exact solution. The

first order linear solution to the Laplace equations results

in the following linear stability criterion:

Equation (97):

G(a+p-o)-kp-(v-i7)2..?0

where:

k= wave number

V = liquid velocity
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= gas .velocity

P =-
P

p = liquid density

p = gas density

G = g(1 -p')

o= tanh(kh)

= tanh(kh)

If the above condition is not satisfied, this gives rise

to linear Kelvin-Helmholtz instability.

Ahmed and Banerjee have shown that the third order

perturbation expansion leads to a non-linear Schrodinger

equation. The stability of the system is found to be dependent

upon the sign of the coefficients to the solution to this

particular Schrodinger equation. Of primary importance is

the sign of the coefficient beta, given as follows:

Equation (98): 13?.0

with

Equation (99):

13- 2Gk(p-aw2+acul)
-(vEcol+p-ock)2)

where:

col= function defined by the cited reference
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uo2= function defined by the cited reference

v= function defined by the cited reference

If the above criterion is not satisfied, this gives rise

to a non-linear Kelvin-Helmholtz instability.

As mentioned in section 2.3.1, this particular bridging

criterion is capable of predicting the onset of slug flow at

relative velocities well below those of linear Kelvin-

Helmholtz models. This model is also in better agreement

with the broad range of experimental results than any of the

other bridging models discussed in chapter 2.

3.6 CODE OPERATIONS

In this section, we will focus on the numerical flow

process, and upon the steps necessary to execute the program.

The code has been written using the software package Lotus

Symphony, [53]. Because of the extreme size of the code,

(over 20,000 cell addresses), it is not practical to present

a hard copy of the code. Therefore, a copy of the main

spreadsheet template is included on floppy disc in the

appendix. Also, the size problem will limit the discussion

of the code numeric operation to the approximate level of

flow charting.
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3.6.1 NUMERICAL FLOW

The actual execution of the code is somewhat like a

FORTRAN code in the sense that the code is broken down

into smaller modules called subroutines. In a spreadsheet,

the subroutines are referred to as macros. On a spreadsheet,

however, macros are used to control the movement of the

cell operation cursor, and not the actual order of function

execution. This is unlike the purpose of a subroutine in

FORTRAN which is used to directly manipulate the order of

function execution.

Figure 18 is a flow chart for the numerical process

used in this thesis. This flow chart shows that there are

two main loops within the overall time loop.
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Figure (18): Numerical Flow Chart
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The first loop is for the purpose of converging the

heat transfer coefficients, interface temperature, and

steam pressure as a function of axial pipe position. The

second loop is for evaluation of the slug formation cri-

terion at each axial node.

3.6.1.1 CONVERGENCE LOOP

As the code enters the loop for the first pass, the

physical properties, heat transfer coefficient, inter-

face temperature, and pressure drop are all being

estimated by the input values which are installed during

the code initialization. These initialized values reside

in cell locations which can be thought of as the old

value estimates. At the end of the first pass, the

numerical value estimates for heat transfer coefficient,

interface temperature, and pressure are copied to the

location of the old value estimates. This new set of

old value estimates becomes the basis of calculation for

new estimates of the heat transfer coefficient, interface

temperature and pressure drop. The process of copying

the new estimates to the old value estimate location

will continue until the numerical value of the difference

between the new estimate and old estimate is below a
GO

threshold value.

The convergence loop process is applied to every node

so that we have convergence as a function of position.



67

In order to determine the stopping point for the con-

vergence loop, it will be necessary to define a residual

by the following:

Equation (100):

Rn = INewn-Oldal

where:

New = the new estimate at node n

Old = the old estimate at node n

Now we will apply this definition to both the heat

transfer coefficients and to the pressure field.

Therefore, we have:

Equation (101):

RI, = ,Newl,-01c1 1,

and

Equation (102):

R2, = INeW2,-01d2n1

where:

New l = the new estimate of H-T coefficient

Old 1, = the old estimate o f H -T coefficient

New2,= the new estimate o f pressure

Old2n = the old estimate o f pressure

R 1 n = H -T coefficient residualR2, = pressure residual
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Using this definition of the residual, the convergence

criterion is defined by the following:

Equation (103):

Rli Limit

and

Equation (104):
ti

E R2; Limit

where:

Limit = numerical convergence criterion

The above convergence criterion is then applied to

the heat transfer coefficient and to the pressure field.

For this work, the numerical value used for Limit is

1.0E-6.

3.6.1.2 SLUG FORMATION LOOP

The slug formation loop is very straight forward.

After the heat transfer coefficients and pressure field

are converged, The flow chart shows that there are

intermediate steps to update the mass flow rate values.

Once that has been done the slug formation loop is

executed. This loop simply applies the slug formation

criterion of section 3.5 to each node on the pipe axis

to determine the stability status of the node.

It should be briefly noted that the slug formation

loop uses a brute force method of copying the node
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parameters required for stability analysis to a small

section of the spreadsheet. The analysis is performed

and the result is copied back to a holding cell for later

output. This massive copying of data must be done for

each node. The resultant effect on the execution time

of the code as a whole is significant. Approximately

75% of the code operation time is spent on the movement

of data for slug formation analysis. The underlying

reason for all of the data copying is in the size of the

slug formation criterion calculations, (approximately

2,000 cells). To have the slug formation calculation

functions coupled to each cell would require in excess

of 200,000 cells which is far beyond the memory capacity

of the software.

3.6.2 CODE EXECUTION

The execution of the code is quite simple. The first

thing one needs to do after starting Symphony is to retrieve

the template worksheet. The name of the template is

"TEMPLATE.WR1". Once the template is in place, it is time

to fill in the input requirements in the input window. Use

the Symphony services menu, (F9) to select the Input window.

The parameters are described by the following:

Diameter = physical diameter of the pipe in meters.

Pressure = inlet absolute steam pressure in Pascals.

AF Temp = auxiliary feedwater inlet temperature in
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Kelvin.

AF Vdot = auxiliary feedwater flow rate in gallons

per minute.

Wall Sub = temperature drop between steam and pipe

wall in Kelvin.

Set Point= liquid height level in pipe at which you

would like to change the operating

parameters, (in meters). This is a

termination flag for the code.

dt = size of each time step in seconds.

Length = length of the pipe system in meters.

Once you have filled in the input window parameters to

your satisfaction, it is necessary to initialize the system

before computation can begin. To do this, you must again

use the services menu to use the Runner window. Now press

the "USER" key, (F7), and, enter the name of the system

initialization macro, "SI", and press return. The "SI"

macro will initialize the system to 100% void fraction

using the parameters that have been entered in the Input

window.

After the spreadsheet has been initialized, it is

necessary to choose a driver to execute the program. There

are two drivers to choose from. The first driver macro

is named "DRIVE", and it will execute the program for a

single time step only, irregardless of any Set Point value
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that is in the Input window. The second driver macro is

named "TD", and this macro will execute the program until

the Set Point liquid height is reached for the start of a

time step. Both driver macros are used through the "USER"

key, (F7), like the macro "SI" was used to initialize the

system.

The output for the program is written to a file on the

hard drive of the computer at the following Disk Operating

System, (DOS), address: C:\SYMPHONY\OUTPUT.PRN. The

column output is labeled for identification.
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4 RESULTS

In this chapter, we will be looking at two specific cases

where CIWH is suspected of having been the cause of major

piping system damage. Case 1 deals with a November 20, 1985

event at the San Onofre Nuclear Generating Station, Unit 1.

The data for modeling this event are taken from NUREG-1190,

[54] . Case 2 deals with the feedwater nozzle damage at Trojan

Nuclear Generating Station. The data for modeling this event

are taken from a report contracted by Portland General

Electric, Company, (PGE), for determination of CIWH pre-

vention, [55]

4.1 CASE 1: MAIN FEEDWATER LINE FILLUP

Because of a leak in the salt water condensers, the steam

generators were in a blowdown mode to prevent the contamination

of the steam generator tubes. Because of the blowdown

operation, the main feedwater line to the steam generator

was only receiving partial feedwater. After a loss of offsite

power, a reactor trip was initiated and main feedwater was

terminated. However, because of check valve seating failure,

the feedwater line drained and became steam filled before

the auxiliary feedwater pumps came on line.

4.1.1 SYSTEM DESCRIPTION

Using the chronological sequence of events table in

reference [54], it was possible to reconstruct the operating

parameters that should be used in the numerical estimate
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of the transient fillup behavior. The physical data of

the layout for the main feedwater line is also from [54].

The main feedwater line has an inside diameter of 0.253

Meters and a linear equivalent length of 62.0 Meters. The

steam pressure was at 5.24 MPa. The auxiliary feed water

temperature was 300 Kelvin. The thermal subcooling between

the inside pipe wall surface and the steam saturation

temperature is assumed to be 0.5 Kelvin. The auxiliary

feedwater flow rate was 135 gpm for 5.5 minutes and then

25 gpm for 6 minutes. After the 6 minutes of 25 gpm

auxiliary feedwater, a loud bang was heard throughout most

areas inside of the control room, auxiliary buildings,

turbine halls, and even outside areas surrounding the

reactor containment building.

4.1.2 ANALYSIS RESULTS FROM THE NRC

The result of the post-accident analysis by the NRC is

as follows. The mainfeed water line was calculated to be

at 1-2 percent void fraction at the time of the water

hammer event. The water bridging was assumed to have

occurred at the point where the feedwater line bends upward

to go to the steam generator feedring nozzle, 60 Meters

from the auxiliary feed water inlet to the main feedwater

line.

There are no calculations of the over-pressure or forces

which the main feedwater line would be subjected to due
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to the slug formation at the above assumed position. All

damage to the piping system is assumed to be the result

of the assumed slug formation mentioned above. The forces

generated by the assumed CIWH are derived from the forces

needed to create the piping system support damage. The

inferred over-pressure is 8,000 psi. The pipe support

system forces experience range form 40,000 lbf to more

than 180,000 lbf depending upon location in the system.

None of the mathematical methods used to arrive at these

results are presented or discussed.

4.1.3 MODEL ANALYSIS RESULTS

The numerical results tell a story very different from

that of the NRC post-accident analysis. There are two

important results of the analysis. The first, and perhaps

most significant result, involves the total fill time for

the entire pipe. Figure 19 shows the condensate flow rates

as a function of liquid fraction in the pipe, compared

with the auxiliary feedwater flow rate into the system.
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Figure (19): Condensate Volumetric Flow Rates

This figure shows that the input of saturated condensate

is on the same order as the input of auxiliary feedwater

flow rate into the system. When these condensate flow

rates are figured into the calculation of the fill time

for the pipe, we discover that the pipe becomes full of

liquid after 3 minutes and 37.6 seconds of 135 gpm auxiliary

feedwater input to the system. When one looks at this

result in light of the known amount of time which elapsed,

(12 min.), between start of auxiliary feedwater flow and

the time that water-hammer occurred, it is clear that a

steam void could not have been present in this section of

the main feedwater line. Therefore, we must conclude that

the water-hammer event took place in the feedwater nozzle

of the steam generator and that the piping damage which
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the main feedwater line experienced was the result of a

pressure wave traveling from the feedwater nozzle to the

auxiliary feedwater manifold.

The second important result of the numerical analysis

comes from the interfacial stability model. Figure 20

shows the dimensionless axial distance from the subcooled

liquid inlet where the interface instability begins as a

function of dimensionless liquid depth.
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Figure (20): Surface Stability Transition Location

It can be seen that some part of the interface is

unstable regardless of the liquid depth inside of the pipe.

It also shows that the linear and non-linear instability

models predict the same onset locations when the liquid

depth approaches the top of the pipe. Because we know
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that water-hammer did not take place during this time period

of pipe fill up, that would seem to imply that there was

no slug formation in the pipe during the fill up process.

However, the stability model is predicting an increasing

amount of surface area in the unstable mode as the liquid

level in the pipe rises. So, how do we reconcile this

contradiction? Two explanations are possible. The first

would say that the interface stability models are wrong.

Yet, these models have shown themselves to be in good

agreement with prior experimental results. That leaves

us with the second possibility. The prediction of interface

stability is necessary, but not sufficient for predicting

the collapse of a trapped steam pocket. This would imply

that once bridging has occurred the slug itself may be

stable or unstable. Hence, after bridging, the slug may

breakup before the trapped steam pocket is fully collapsed.

4.1.4 COMMENTS

As mentioned in section 4.1.2., the post-accident

analysis of the NRC determined that the void fraction in

the main feedwater line at the time of the water-hammer

to be approximately 1-2 percent. A quick calculation of

the volume of the main feedwater shows the line volume to

be 3.123 cubic Meters, (825 gal.), based upon the pipe

diameter of 0.253238 Meters and length of 62 Meters. Using

the known auxiliary feedwater flow rates and their

respective time of operation, we can calculate that, over
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the 12 minute period between start of auxiliary feedwater

and the water-hammer event, 3.379 cubic Meters, (892.5

gal.), of liquid was pumped into the main feedwater line.

Base upon the auxiliary feedwater flow rates only, it could

not be possible for the main feedwater line to have contained

a steam pocket at the time of the water-hammer event. This

simple calculation confirms the numerical analysis result

that the main feedwater line had to be liquid solid at the

time of the water-hammer event.

It is not clear how the NRC determined that the main

feedwater line was partially voided by steam at the time

of the water-hammer. Furthermore, it is not possible to

analyze the feedwater nozzle for this case study due to a

lack of plant physical geometry data on the steam generator

feedwater ring. Therefore, we will move onto case study

2.

4.2 CASE 2: STEAM GENERATOR FEEDWATER NOZZLE FILLUP

In this case study, we will take a look at the problem

of CIWH in the feedwater nozzle for a steam generator. In

particular, the analysis will focus on the system which is

present at the Trojan Nuclear Power Generating Station. The

problem of CIWH in this section of the feedwater system is

primarily the result of having the liquid level inside of

the steam generator fall below the feedwater ring. This

allows for the fluid inside of the feedwater ring to drain
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out and be replaced by steam.

4.2.1 SYSTEM DESCRIPTION

Figure 21 shows the problem encountered when the steam

generator liquid level drops below the feedwater ring level.

Feedwater Nozzle
Leakage

Feedwater Ring
Leakage

1Steam Generat U

Liquid Level

Figure (21): Steam Generator Feedwater System

The leakage of liquid from the feedwater nozzle is due

to the gap in the connection between the feedwater ring

and the nozzle section. This gap allows the feedwater

system to drain and be replaced by steam. Water-hammer

then becomes a concern during the refill of the feedwater

ring and nozzle. The geometry and physical data for the

system is taken from reference [55]. The feedwater nozzle

diameter is 0.405 Meters and 1.2 Meters in length. The
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feedwater ring diameter is 0.243 Meters and has an

equivalent linear length of 23 Meters. The wall subcooling

of the feedwater line outside of the steam generator is

26.5 Kelvin. The steam pressure is 6.21 MPa. The main

feedwater temperature is 500 Kelvin.

4.2.2 ANALYSIS RESULTS BY FAILURE PREVENTION. INC.

The analysis by Failure Prevention, Inc., (FPI), is

the result of a parametric study of feedwater flow rates

into the feedwater ring and nozzle. The study uses the

slug flow criterion of Baker, [1], and Wallis & Dobson,

[22], to calculate the onset of slug formation and the

resultant pipe system over-pressure and impact forces to

non-compliant surfaces. The analysis by FPI concludes

that slug formation, and thus water-hammer, will occur for

any feedwater flow rate into the system.

The analysis is carried out for two different feedwater

nozzle leakage rates. These flow rates are shown in Figure

(22):. One for the current time of operation, and the

second for end of plant life operation. These different

feedwater nozzle leakages are due to the increase in the

size of the gap at the ring-nozzle joint. The gap increase

is the result of corrosion and erosion of the metal over

the plant operation lifetime. The current gap width is

1.3 millimeters and the end of life gap width is estimated

to be 3.3 millimeters.
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The report then calculates the maximum allowable

fatigue strength for the most vulnerable pipe system support

strut to be 188,000 lbf. The report also calculates the

maximum water-hammer impact force as a function of feedwater

flow rate. This analysis reveals that the maximum allowable

feedwater flow rate to the system should be 50 gpm for

1991, and increasing linearly to 200 gpm at the end of

plant life in 2020. Any flow rates greater than these

will result in impact forces which exceed the allowable

strut fatigue strength of 188,000 lbf.
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4.2.3 MODEL ANALYSIS RESULTS

After running several different feedwater flow rate

scenarios, the numerical analysis shows that there were

no conditions which led to the onset of interface insta-

bility and subsequent bridging. This result immediately

leads to the following question: How does water-hammer

occur in this section of the feedwater system? The only

obvious solution is as follows. Once the liquid level in

the feedwater nozzle rises to the point where the feedwater

ring is liquid solid, the only remaining source of steam

to feed the condensation process inside of the system is

through the gap at the feedwater ring-nozzle joint. Figure

23 shows the internal geometry of the feedwater nozzle.

Feedwater Ring, Stearn Source
Isolation Level

Nozzle JointGa

Steam Generator Outer Wall

Figure (23): Feedwater Nozzle Joint-Gap Geometry.
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Now the gap width, as stated in section 4.2.2., is

small. Hence it is possible that the condensation rate

inside of the system is greater than the rate at which

steam can pass through the gap. Therefore, the remaining

steam pocket in the feedwater nozzle is effectively isolated

from its source. Thus, the liquid that is in the feedwater

ring acts as a water slug and is driven back into the

feedwater nozzle section.

If we use the above scenario as the basis for determining

the water-hammer impact forces, it will be necessary to

determine the interface temperature profile. By doing

this, we can determine the minimum interface temperature.

Once the minimum temperature is determined, it can be set

equal to the minimum saturation temperature of steam which

can remain in contact with the liquid interface and still

condense. This minimum saturation temperature can than

be used to establish the saturation pressure. This pressure

value is then considered to be the lowest pressure possible

in the collapsing steam pocket, and can be used in the

calculation of the water-hammer over-pressure to which the

piping system will be exposed.

The methods used to calculate the system over-pressure

and impact forces are fully documented in NUREG/CR-5220,

Vol. 1, [56]. Figure 24 shows the system over-pressure

as a function of gross auxiliary feedwater flow rates.
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These over-pressure results are used to determine impact

forces on main feedwater line non compliant surfaces.

Figure 25 shows the impact force as a function of gross

auxiliary feedwater flow rates.
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Figure (25): Main Feedwater System Impact Forces

These results are in good agreement with maximum allowable

strut fatigue strength calculations by FPI. The numerical

analysis is in agreement with the FPI results which use

50 gpm feedwater flow rate for the current operations

maximum and the use of 200 gpm feedwater flow rate for the

end of plant life operations.

4.2.4 COMMENTS

The maximum allowable strut fatigue strength calculated

by FPI is based upon the assumption that every time there

is a reactor trip, with its associated loss of main

feedwater, that the 12quid level in the steam generator

is below the feedwater ring. This also assumes that there
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will always be a water-hammer associated with each reactor

trip. Neither of these assumptions are necessarily true.

As a result, the actual maximum allowable strut fatigue

strength could be much higher, thereby allowing the usage

of higher feedwater flow rates.

There exists some uncertainty about the water-hammer

scenario used in the numerical analysis. It is not clear

that the current gap width is small enough to effectively

isolate the steam pocket in the feedwater nozzle. It is

also unclear that the gap width will be small enough at

the end of plant life to isolate the steam pocket. If the

gap width is not sufficiently small to isolate the steam

pocket, then at some future point in time, it may not be

possible to have any water-hammer events in the feedwater

nozzle section.
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5 SUMMATION

In this section we will review the thesis assumptions

and numerical model results. Also, we will present some

ideas for future work on this subject and suggestions for

future model improvements. Finally, thesis conclusions will

be presented.

5.1 ASSUMPTIONS & MODEL WEAKNESS

A short list of the important model assumptions and

weaknesses is given as follows:

I. Flow of steam in the system is one dimensional.

2. Heat transfer surface areas are smooth.

3. Wave velocity is equal to inlet steam velocity.

4. All waves are absorbed at the terminal boundary.

5. Wave frequency and amplitude correlations are

based upon very small data set.

6. Pipe wall heat transfer is one dimensional

radially.

7. Auxiliary feedwater is dispersed uniformly in
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system.

8. Condensate and system liquid are uniformly mixed.

9. Pressure drop and heat transfer correlations on

the interface are highly dependent on wave

amplitude correlation.

10. Spreadsheet code is large and very slow to run.

11. The built in assumptions about the applicability

of the friction factor and heat transfer correla-

tions needs to be considered before blindly

using this code for analysis purposes.

5.2 REVIEW OF RESULTS

The numerical results presented in section 4 reveal the

following:

1. For the pipe fillup in case study 1, it has been

shown that the pipe had to be liquid solid at the

time of the water-hammer event.

2. The bridging model predicts some surface instability

over the entire duration of pipe fillup in case
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study 1. This result implies that steam pocket

collapse is not guarantied by the onset of bridging

alone.

3. The bridging model does not predict surface instab-

ility for case study 2. This result implies that a

void collapse mechanism other than slug formation

on an unstable interface is at work.

4. The void collapse mechanism described in section

4.2.3 results in good agreement with the allowable

strut fatigue strength impact force limits derived

by FPI.

5.3 FUTURE WORK

The results of this thesis indicate that additional work

needs to be done in order to more accurately describe the

CIWH phenomenon. The most important thing which needs

attention is the ability to accurately describe the phase

interface wave structure. In particular, the determination

of wave number, wave amplitude, and wave velocity under a

variety of flow conditions.

The next item of work should be to use the more accurate

interface structure models to make better estimates of the

actual interface surface area. In this way, we would be able

to use the more well known heat transfer coefficients for
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smooth interface heat transfer while the interface turbulence

would be accounted for by the increased surface area mag-

nitudes.

Additional work is needed in the areas of slug dynamics.

Specifically, slug stability and slug acceleration - steam

void collapse. Future modeling of interfacial wave dynamics

should take into account viscous wave damping, wave reflection

off of the pipe walls, as well as constructive and destructive

wave interference.

Finally, the development of a more accurate, multidi-

mensional fluid-condensate mixing model is needed. This

would allow for non-linear dispersion of auxiliary feedwater

into the piping system, which would, in turn, improve the

estimation of the interfacial temperature profile. The

further addition of a model for circumferential conduction

of condensate latent heat of vaporization in the pipe walls

should also be included.

5.4 CONCLUSIONS

In presenting the conclusions to this thesis, it is

important to keep in mind the statements of section 5.1. It

is not intended that the results of the two specific case

studies reviewed here be taken as universal truths about all

horizontal piping systems. These conclusion should, however,
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be seen as an indicator of the complexity of the phenomenon

being studied, and a guide to further, more detailed analysis.

The conclusions are enumerated as follows:

(1)-- The purpose of this study was to develop a method

of estimating the potential for CIWH in a horizontal piping

system. In order to accomplish this task, it was necessary

to develop models for estimating the interfacial wave

structure. This includes the correlations of frequency and

amplitude data as functions of geometry and steam phase mass

flow rate. The limited availability of data on this topic

has made it very difficult to get an excellent statistical

correlation.

(2)-- The computer model which was developed takes

advantage of a newer, non-linear interface stability model

to predict the onset of slug formation. The code also provides

an estimate of the interfacial temperature, which is vital

in determining the minimum possible pressure inside of a

trapped steam pocket. Although the code itself does not

contain over-pressure and impact force models, it does provide

the necessary information to use in the methods published by

the NRC.

(3)-- The code has helped to verify that the analysis of

NUREG-1190, (Case Study 1), is incorrect in saying that the

lower horizontal section of the main feedwater line was

partially voided at the CIWH event time. This result has
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shown that the CIWH had to have occurred in the steam generator

feedwater nozzle assembly, and that the piping damage was

due to the pressure wave which ensued. The code also reveals

that the onset of slug formation is not sufficient to ensure

that a trapped steam pocket will fully collapse.

(4) -- The code has helped in identifying a different CIWH

mechanism in the steam generator, feedwater nozzle assembly,

(Case Study 2) . The code revealed no surface instabilities

over the duration of the fillup transient. This result leaves

open the possibility that CIWH can be eliminated from the

feedring assembly by increasing the size of the nozzle

joint-gap to ensure that the nozzle section cannot be isolated

from the steam source. An experimental effort addressing

this possibility could be performed. Finally, the thesis

has identified areas which require more detailed analysis

and better model refinement. It is hoped that these areas

will be tackled in the future.
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