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DEFLECTION OF BEAMS WITH SPECIAL REFERENCE TO SHEAR
DEFORMATIONS.'"

By J. A. NEWLIN AND G. W. TRAYER.

INTRODUCTION.

This publication is one of a series of three reports prepared by the Forest Products Labora-
tory of the Department of Agriculture for publication by the National Advisory Committee for
Aeronautics. The purpose of these papers is to make known the results of tests to determine
the properties of wing beams of standard and proposed sections, as conducted by the Forest
Products Laboratory and financed by the Army and the Navy.

Many of the mathematical operations employed in airplane design are nothing more than
the solution of equations which are either empirical or are based on assumptions which are
known to be inaccurate, but which have been adopted because of their simplicity. These
inaccuracies of the formulas were not of primary consideration as long as the stresses used for
design were obtained by the test of specimens of the same form as those to be used, and great
refinement was not necessary.

The advent of the airplane and the impetus given to its development by the recent war has
created a demand for more definite knowledge of the limitations and proper application of the
common theory of flexure. There is probably no other field in which greater refinement in the
design of wooden members is required than in that of aircraft construction. The ever-present
problem of weight reduction has led to the use of comparatively small load factors and the
introduction of such shapes as are not commonly used for other construction purposes. Formulas
which give comparable results when applied to wooden beams of rectangular section have been
found to be considerably in error when applied to wooden beams of other shapes.

The tests were made at Madison, Wis., in cooperation with the University of Wisconsin.
An analysis of the results of these tests has furnished information which, when correlated with
that from other studies conducted by the Forest Service for the past 18 years, provided a more
exact method of computing the stiffness of wood beams and led to the development of formulas
for estimating the strength of beams of any cross section, using the properties of small rec-
tangular beams as a guide.

For convenience, the report of this investigation has been divided into three parts. The
first part deals with the deflection of beams with special reference to shear deformation, which
usually has been neglected in computing deflections of wood beams. The second part has to do
with stresses in beams subjected to transverse loading only, with a subdivision on nonsymmetrical
sections; and the third part, with stresses in beams subjected to both longitudinal thrust and
bending stresses.

SUMMARY.

In addition to the deflection due to the elongation and compression of fibers from bending
stresses, there is a further deflection due to the shear stresses and consequent strains in a beam.
This is not usually considered in computing deflections of wood beams, though the modulus
of elasticity in shear for wood is relatively low, being but approximately one-sixteenth the
modulus of elasticity in tension and compression, whereas for steel, for example, it is about
two-fifths the ordinary modulus.

3
*Reprint of Report 180 of the National Advisory Committee for Aeronautics.
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By neglecting the deformation due to shear, errors of considerable magnitude may be
introduced in determining the distortion of a beam, especially if it is relatively short, or has
comparatively thin webs as the box or I beams commonly used in airplane construction. A
great many tests were made to determine the amount of shear deformation for beams of various
sections tested over many different spans. As the span over which the beam is tested is in-
creased the error introduced by neglecting shear deformations becomes less, and the values
obtained by substituting measured deflections in the ordinary formulas approach more nearly
the modulus of elasticity in tension and compression. For short spans, however, the error
is considerable, and increases rapidly as the span is reduced. This variation is illustrated in
Figures 3 and 4.

Two formulas were developed for estimating the magnitude of shear deformations, both
of which have been verified by tests. It is known that the distribution of stress assumed in
both formulas does not exactly represent the actual distribution of stress in a beam. Both
formulas check experimental results very closely when the calculations are made with great
refinement. It is not known which is the more accurate formula under these conditions, since
the difference in results obtained by the two is only a small part of the normal variation of
the material. The first formula, with its high powers and numerous factors, will obviously
lead one into inaccuracies due to the ordinary approximations used in calculations more readily
than will the second, or similar formula. In both formulas the deformation due to shear is

KP1equal to	 •, where P is the load on a beam of length 1, F is the modulus of elasticity in shear,

and K is some coefficient depending upon the shape of the beam and upon the loading. The
formulas differ only in the determination of the coefficient K. Under the heading "Analysis
of Results" K by the first formula is showkand also b y the second, or more simple formula.

The modulus of elasticity in shear was found to vary greatly according to the direction
of the grain of the ply wood in webs of box beams. It was found to be over three and one-half
times as great for beams having ply-wood webs with the grain at 45° to the length as for beams
having webs the face grain of which was perpendicular to the length of the beam.

Although the tests showed conclusively that shear stresses are present in the overhang,
the change in deformation on this account (lid not prove to be of sufficient importance to Lake
overhang into account even with the most heavily routed I sections.

These tests show that the values of modulus of elasticity for small beams given in Bulle-
tin 556 1 are approximately 10 per cent lower than the true modulus of elasticity in tension and
compression. However, when substituted in the usual deflection formula they will give correct
values for the deflection of solid beams with a span-depth ratio of 14, which is about the average
found in most commercial uses. The bulletin values are therefore recommended for use in the
ordinary formulas when no corrections are to be made. For solid beams with spans from 12 to

times the depth of beam the nluxilntini error introduced by substituting these values in
the ordinary formulas is about 5 per cent. For very short, spans it would be N1 ell lo use the
more ( I N na formulas, which take into account shear distortions, using for the true modulus a
value 10 per cent greater than that given in the bulletin.

But in I and box beams, however, which ha :Me a minimum of material at the plane of
niaNinium horizontal shear stress, very considerable errors will be introduced if shear dis-
tort ions are neglected even for relatively large span-depth ratios.

PURPOSE.

The purpose of the tests was to determine to what extent ordinary deflection formulas,
which neglect shear deformations, are in error when applied to beams of various sections and
to develop reasonably accurate yet comparatively simple formulas which take into account
such deformations.

Bulletin No. 556, -United States I iepartinent of A vriculturc, "Mechanical Properties of Woods drown in the United Slates," by J. A.
Newlin and T. R. G. Wilson.
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REFLECTION OF BEAMS WITH SPECIAL REFERENCE TO SHEAR DEFORMATRINS. 	 5

MATERIAL.

The beams were made of either Sitka spruce or Douglas fir wing-beam material conform-
ing to standard specifications and had either box I, double I, or solid rectangular sections as
shown in Figure 1. The box and I beams, which were made of Sitka spruce, were either 14
or 18 feet in length. The double I beams had Sitka spruce flanges and 	 ---T	 inch yellow4-and–, 24
poplar ply-wood webs with the grain of
face plies in some cases perpendicular

, 4_ /�9and in other cases at 45 0 to the length	 —2f=	 --IN , el
of the beam. The flanges were 2H

	

	 1-7 V 
Ainches wide and 2 inches deep, the

depth over all was 88 inches, and the 7/B" front	 6' front e,
li	 r-realength 14 feet 6 inches. All the beams 	

5%.; front	 5"reor

r-	 13

rear4
of solid rectangular section were made	

- 

of Douglas fir. They were 21 inches 	 '/ A	 • ,
wide, 5 inches deep, and 14 feet 6
inches long.

It must not be construed that the
beams were tested only in the lengths
given above. As tests for modulus of
elasticity were kept well within the	 I.-- 3"1	 -cki

Fm. I.—Sections of beams used for modulus of elasticity tests.

OUTLINE OF TESTS.

A. Beam tests:
1. Test for modulus of elasticity 

(a) Center loading.
(b) Symmetrical 2-point loading.

2. Moisture determinations.
B. Tests of minor specimens matched with the beams:

1. Static bending tests of 30-inch specimens.
2. Compression-parallel-to-grain specimens 8 inches long.
3. Compression-perpendicular-to-grain specimens 6 inches long.
4. Specific gravity determinations specimens 6 inches long.
5. Moisture determinations. Disks cut from all minor specimens.

C. Torsion tests:
1. Test for modulus of rigidity.
2. Moisture determination.

METHODS OF TESTS.

MODULUS OF ELASTICITY TESTS.

In order to eliminate the variability of material in our comparison of different spans. the
same beam was tested several times, the span being changed for each test. Since the relation
of modulus of elasticity in shear to the ordinary modulus of elasticity is not the sane for different
beams and species, several beams were tested that we might learn something of its range. In

is

a= 1/2:1 yellow pop/or
b = //,; plywood.

:7--

	

elastic limit, the length of the beams 	 -44,

	

could be reduced after each test and 	 1-24'--1	 _i_

long and 21 inches of each end were

	

Torsion specimens were 2 4 inches	 rj

	

5" 
63'	

62-recr
7" front	 elf"another test run over a new ,span.

tion was reduced to a circular section 1+ A  I 

2 inches square. For 18 inches the sec-

inches in diameter, the square ends and
circular center portion being connected
by a circular fillet of i-inch radius.
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6	 REPORT NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS.

some cases tire ends were cut off to maintain a constant overhang and in other cases the total
length was kept constant as the span was changed. The accompanying tables show how spans
up to 18 were reduced by either 1 or 2 foot intervals to either 2 or 3 foot spans. Deflections
were read by referring a scale, attached at the center of the beam, to a fine wire drawn between
nails over the supports, or when greater precision was required, by observing the movement of
a pointer on a dial attached to a light beam resting on nails driven in the test beam over the
supports. A fine silk line attached to a nail at the center of the test beam passed around the
drum of the dial and carried a weight to keep it taut. Movements of the test beam were so
multiplied that the pointer gave deflections to 0.0001 inch, whereas by the first method deflec-

tions could only be read to 0.01 inch. The two methods were never interchanged during a series
of tests on any one beam.

Two of the types of beams tested showed a decided tendency to buckle during test. This
was overcome by using pin-connected horizontal ties, which prevented bending in more than one
plane.

Loads were applied by a 30,000-pound capacity testing machine, which was fitted with aux-
iliary wings to accommodate spans up to 18 feet.

Center loading was used in all except two series of tests. The first of these series consisted
of tests of the same beam over different spans, center and third point loading being applied
for each span, in order to determine the relation between the moduli of elasticity as computed
by the formulas for each condition. In the second series of tests the span was kept constant and
the distance between symmetrical loads changed in order to determine what effect, if any, the
distance between loads had on the modulus of elasticity as computed by the usual formula for
symmetrical loading.
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DEFLECTION OF BEAMS WITH SPECIAL REFERENCE TO SHEAR DEFORMATIONS.	 7

There were matched with all I and box beams, static bending specimens approximately
2 by 2 inches in section and 30 inches long, compression parallel test pieces 2 by 2 inches by 8
inches long, and compression perpendicular specimens 2 by 2 inches by 6 inches long. These
minors were tested and specific gravity and moisture determinations made in accordance with
standard laboratory methods.

A simple torsion apparatus was set up in an ordinary wood lathe. Figure 2 is a photograph
of the machine. Load was applied in 25 inch-pound increments and the angle of twist read for
each increment over a 16-inch gauge length. All torsion specimens were matched with stand-
ard 2 by 2 inch specimens which were tested in bending over a 28-inch span. For further
description of the test see Description of figures and tables.

DESCRIPTION OF FIGURES AND TABLES.

Figure 1.—This figure shows sections of all beams used in modulus of elasticity tests
Such dimensions as "7 inches front" and "6k inches rear" indicate that two beams of that type
were tested, the words front and rear designating their position in the wing.

Figure 2.—This is a photograph of a simple torsion apparatus set up in an ordinary wood
lathe. The right-hand wooden disk is set on ball bearings and has a wire passing around it to
a tray marked "load." The smaller wooden disk at the left is fixed. The specimen is square at
the ends, which fit into the two wooden disks. The angle of twist was measured by the two
troptometer arms, each of which carries a string which passes around the drum of a dial.

PPFigure 3.—This shows the typical variation of the quantity 4801. with span for a beam of
solid rectangular section loaded at the center.

Figure 4.—This shows a similar variation before and after routing a solid section. The
amount of shear deformation is considerably irAeased by reducing the thickness at the plane
of maximum horizontal shear.

Figure 5.—This figure shows the same variation. The ---,— values, which are the average
48A/

from tests . of three beams, are expressed as per cent of the true modulus of elasticity in tension
and compression.

Figure 6.—Curve A shows the distribution of shear stress in a beam of rectangular section,
and curve B the distribution in an I beam with square corners which was used as a basis for the
developments of the shear deformation formulas presented in this report.

Figure 7.—This figure shows the superiority of 45° ply wood as regards rigidity. Shear dis-
tortion being less the values of Zi are closer to the true modulus of elasticity for the beam with
45° ply wood.

P13 Figure 8.—In this dual figure is represented the variation of 48 A I with span for various
standard wing-beam sections as well as for a solid section. The beams were all made of

P13Sitka spruce and tested under center loading. The values of 
48 A / are expressed as per cent

Of the true modulus of elasticity in tension and compression. The dimensions of these beams
are shown in Figure 1. In the upper row, from left to right, is the F-5–L, Loening, and TF,
and in the center of the lower row, the NC.

Table 1.—In this table is given the measured and computed deflections of Douglas-fir
beams of solid rectangular section loaded at the center. The formula used takes into account
shear deformations usually neglected in such calculations. The differences in the two values
are expressed as errors in per cent of the measured deflection.

Table 11.—Here we have measured and computed deflections for standard sections. For
description of these sections see description of Figure 8. The computed deflections are
from two formulas, one taking shear into account and the other neglecting it. Errors are
expressed in per cent of the measured deflections.
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ANALYSIS OF RESULTS.

If a solid beam is tested over different spans, load being applied at the center and measured
P13 deflections substituted in the expression 48 A I the resulting values for spans greater than 20 or

25 times the depth of beam will be fairly constant, approaching the true modulus of elasticity
in tension and compression, while for spans below this ratio there will be a rapid decrease.
Figure 3 shows the results of just such a test. The beam was of Douglas fir, 2.75 inches wide,
4.97 inches deep, and was tested over spans starting at 14 feet and reduced by 2-foot intervals
after each test to a span of 10 feet and then by 1-foot intervals to a span of 2 feet. Evidently
the constant value which this curve would approach with longer spans is about 1,600,000 pounds
per square inch.

In this test a constant overhang of 3 inches was maintained for all spans. For some of the
comparisons described below this was impossible since it was necessary to maintain a constant

DOUGLAS FIR BEAM
SOLID RECTANGULAR SECT/ON, 497"x 2.75"

Center loading
True computed .E= 4595,000 lb per sq

EmmomograsE:im
••••••••••••••••

n

1nnnnnnnnnnnnnn
nnnnnnnnnnnnnn11nnnnnnnnnnnnnnnnnn•nnnnnnnnn•••••112111•111111111

••• =MENEM=n•
nnnnnnnnn••••••••••••••••••••••••••••••••

0	 2 4 6 9 /0 /2 /4 /6Span in feet
5 la 15 20 25 30 35

Span depth ratio
FIG. 3.—Relation of span to value obtained by substituting deflections in

Pt,

DOUGLAS FlR BEAMS
SOLID RECTANGULAR AND I SECT7ONS

Center loading
True computed E =2,154,000

1h per s• in.
,miem	 	

•	"N n .===1I=	 ===MINIMirwom
Solid re c>: MAINIXECIIMIbeam. 40.111,211 I beam n

n••••••210MMIMMW n•nMEMMI MENNEN •V/ M.moriwAni Y / A
IM'n ri_.1 d 

r 'n
filI k:-?,//-4.,;%.,-;7,';'

BM
•R IM
Mil
•••••
nNn

IF
ill••

n
MEAM	 111•••••• n•

2 4 6 i6 10 12Sloan in feet
FIG. 4.—Relation of span to value obtained by substituting measured

deflections in "f,

/4 /6

over-all length with a consequent variation in overhang as the span was changed. Observations
proved conclusively that shear strains crept out into the overhang, but the change in deflection
at the center due to this influence was too small to be measured.

Figure 4 shows the results of tests of a solid beam tested over various spans, after which it
was routed out to an I beam and again tested over the same spans. Both apparently are
approaching the same asymptote, but for all spans within practical limits the I beam is consider-
ably below the solid beam, showing that the shear deformations are greater for such a section
than for the solid one. When we measure the deflection of a beam in test we measure not only
the deflection due to the lengthening of the tension fibers and the shortening of the compression
fibers but the deflection due to all other distortions of the fibers. If we substitute this measured
value in a formula which does not take into account all such distortions we can not expect a
constant result for all spans and forms of beams but something like what is shown in Figures 3
and 4.
1 309
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Fig. 6. Distribution of shear stress in Mens.

DEFLECTION OF BEAMS WITH SPECIAL REFERENCE TO SHEAR DEFORMATIONS. 	 9

While it is recognized that any distortion due to a force producing bending moment is
reflected in the deflection of a beam, the only distortions that appear to be of a magnitude to
justify consideration are those resulting from the lengthening of the tension fibers and shortening
of the compression fibers and from shear stresses.

The asymptote or constant value which these curves of Figures 3 and 4 approach is the true
modulus of elasticity in tension and compression, which we will call ET. If we assume that the

DOUGLAS F/R BEAMS
SOLID RECTANGULAR' SECT/ON, 5"x23/4

Center loading

2 4 6 8 /0 /2 14
Span in feet

O 4 8 /2 /6 20 24 28 32 36
Span to depth ratio

Fin. 5.—Relation of span-depth ratio to value obtained by substi-

tuting measured deflections in y8A!

deformation due to shear is proportional to the moment, a point which will be proved later,
we may write

where,
A, = the deflection of a beam of span 1, loaded at the center with a load P1 , and
F= the modulus of elasticity in shear.

For a span 1, with a load P2 at the center of the same beam we have

KP21,
'oA2- 48ET/	 F

These two equations contain the two unknown . quantities ET and F, and hence the solution
of the two equations will furnish values of the true modulus ET and the shearing modulus F.
By making many experiments on the same beam instead of two and writing an equation for
each it is possible to obtain reliable values for these two moduli for that particular beam. From
the results shown in Figure 3 the true modulus of elasticity was found in this way to be 1,595,000
pounds per square inch and from the results shown in Figure 4 it was found to be 2,154,000
pounds per square inch. Figure 5 shows results similar to those of Figures 3 and 4. They are
expressed, however, in per cent of the true computed ET taken as 100 per cent. In this case each
point represents the average of three beams rath6r than the results of a single beam.

Since for ordinary spans the deformation due to shear is small in comparison with the
deflection due to elongation and compression of the fibers, it was difficult to obtain reliable values

64938-24-2

	

A — P,1,"	 KP,1,

	

J 48 ETI	 F
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for F by the solution of simultaneous equations as outlined above, since the slightest errors in
measuring deflections for ordinary spans were reflected in F more than in ET. Torsion tests
were made for the purpose of checking on this value, which showed F for spruce to be about
1/15 ET and for Douglas fir about 1/17 or 1/18 ET.

Assuming a parabolic distribution of• shear stress, as shown in Figure 6, expressions for
shear deformation can be determined by setting up an expression for internal work and equating
it to the external work done in producing shear distortions.

In this way, for a beam of solid rectangular section loaded at the center, we get:

0.3P1
= AF

and for an I or box beam with square corners similarly loaded:

Pl  r, ( v.
f — 8 F12 p 15	

23 )	 , AK24 K,+ 2 K22 Kia 175- 1(1 5 + 2 ( 4K 2 K22 143 + K2) + t,	 K15)]

which may be written
f_KP1

where,

r ( 8
K 8/2L,2	 K K2 4 K1 + 2K22K1 - 153 —23 /(1 	 ti5)+ . (I f24K1 —2K 2 K13 + K1 5)+t1 ( 5— K1 5)]2 

where f = the deformation due . to shear.
F= modulus of elasticity in shear.
P =load at the center.
1=span.

A = area of cross section.
1 = moment of inertia of the section.

K2 = distance neutral axis to extreme fiber.
K,— distance neutral axis to flange.

t2 = width of flange.
t,= thickness of web; in box beams combined thickness of webs.

The development of the above expressions is given in the appendix, together with expres-
sions for other conditions of loading.

The above formula assumes the parabolic distribution of shear stress on a cross section of a
beam, and the deflection due to shear is determined by the ordinary method of equating external
work to_ internal energy. It involves high powers and numerous factors which may lead to
inaccuracies when the ordinary approximations in calculations are employed. Consequently a
more simple formula was sought.

The development of the second, a more simple formula, follows. In the two formulas
the same shear distribution is assumed, but in the second formula the fundamental assumption
is that deflections due to shear in any two beams of the same length, height, and moment of
inertia, which are similarly loaded, are proportional to the summations of the shear stresses
on their respective vertical sections.

Let us assume that we have an I beam of a given length, depth, and moment of inertia, and
a rectangular beam of the same length, depth, and of a width to make its moment of inertia
equal to that of the I beam. The shear stress distribution would be as indicated in Figure 6.
Let us further assume that the shear deformations will be proportional to the areas under the

stress curve. Knowing the shear deflection of the rectangular beam to be 	 Pi when supportedbdF
at the ends and loaded at the center, we can determine f for an I beam similarly loaded by
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DEFLECTION OF BEAMS WITH SPECIAL REFERENCE TO SHEAR DEFORMATIONS. 	 • 11

multiplying this value by the ratio of the area under the shear stress curve of the I beam to the
area under the stress curve of the rectangle, which ratio is:

T7K23 V
3/ -E R ( K22 K12) K, (te— 1)

V K23
31

Referring to curve B, Figure 6

V K 2	 V K22 V K23HF —  212 and since AB F is a parabola the area AB FH —213 14 X 21 — 31

the total area AB CDH = area AB FH + area BOW

VArea BUM = —21 (K
2 - K 2) K e — 1) and the total area2	 1	 1	 ti

AB CDH = V31, 23 +L. (K22 — 142) K, (ti - 1).

The area under the stress curve of the rectangular beam from the extreme fiber down to

IQthe neutral axis, must necessarily be  31 •

By our assumption the V's and l's will cancel and the deflection of the I beam will be:

f _11+ 3  (K
2
2 — K1 2) K, 

V
t 2 010.3P/

2	 K23	 ,	 ArF
where,

Ar = area of rectangle. This value is readily expressed in dimensions of the I beam for, since
I of I beam =/ of rectangle = 2/3 b K23,

r	
3/

23 	

3b 2143 and A = 2 K x 2 K
2 K

/= -
22

3
( K22 — K, 2) Ki 12	 1P1 K22

K23	 (ti 1) 10F/

which may be written

3KP1f=	 where K= [ i +2 (K22— K,2) K'

-143	
1	 10/

The formula A = 4
P
8E

/3
I F

+ KPI
can be applied to I and box sections of irregular shape by first

reducing the given section to one of equivalent section, which is one whose height equals the
mean height of the beam and whose flange areas equal those of the beam. By using K for the
equivalent beam only a slight error will be introduced in the results.
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TABLE 1.-Showing deflections determined by test compared with values computed by the formula.

A- P I 3 0.3 PI
48E1+ AF

DOUGLAS FIR BEAMS-NOMINAL 24 BY 5 INCHES-CENTER LOADING.

R G. RH. RH. RI,. R M.

Span.
E= 2105000. 11- 1693000. E=1585000. E= 2227000. E= 1968000.

Com-puted TestA
Error
(per

Corn-
puted Test	 Error

(perA
Com-
puted Test

Error
(per

Com-
puted TA t Error

(per
Corn-
puted TA t

Error
(per

A cent). -A cent). A
A

cent). A
A

cent). A
A

cent).

Bet 0. 0501 0.046 +8.9 0.0410 0.0405	 +1.2 0.0421 0.0420 +0.2 0.0413 0,0410 +0.7 0.0275 0.0305 -9.8
set 0989 .0925 +6.9 .1072 .1058	 +1.3 .0835 .0838 -0.3 .1026 .1037 -1.1 .0560 .0616 -9.0
eet .1677 .190 -1.2 .2284 .2272	 +0.5 .1789 .1805 -0.9 .1772 .1706 +0.2 .0982 .1023 -4.0'et . IR% .190 -0.6 .4228 .425 -0.5 .2652 .2705 -1.9 .226 .2287 -1.1 .1799 .1820 -1.2
set 2856 .275 +3.8 .3544 .354 +0.1 .3712 .3778	 -1.7 .322 .3245 -0.8 .3004 .3362 -1.9set .4432 .450 -1.5 .5525 .556 -0.6 .5793	 .5900	 -1.8 .4575 .4620 -1.0 .467 .474 -1.4
set .5211 .520 +0.2 .8146 .819 -0.5 .8549 I	 .889	 -1.6 .5495 .5485 +0.1 .549 .553 -0.7
set 	 	 .8439	 .854	 -1.2 .6008 .594 +1.1 .677 .682 -0.8
feet 	 . 625 .625 0 1.254 1.254 0 1.153 - 1.161 -0.8 .8176 . 812 +0.7 .924	 .927 -0.3
feet .9612 .960 +0.1 1.343 1.343 0 1.411 1.417 -0.4 1.206	 1.196 +0.8 1.354	 .	 1.353 -0.1
feet I, 5184 1.520 -0.1 1.486 1.486 0 1.563 1.566 -0.3 1.577	 1.375 +0.1 1.425	 1.429 -0.2

- -
NOTE.-Each beam was tested over all the indicated spans. The error 's expressed in per cent of the measured deflection. In the above

formula-
A- deflection in inches.
P= load in pounds applied at the center.
I= moment of inertia of the section.
f- span in inches.

A -area of the cross section in square inches.
E- true computed modulus of elasticity.
F- the shearing modulus of elasticity taken in the computation as one-fifteenth the average true modulus of elasticity.

Let us now see how measured deflections compared with those computed by the formulas.
Table I shows the results of tests on five rectangular Douglas-fir beams approximately 2 by 5
inches in section. True moduli of elasticity in bending were computed as outlined in this
analysis and the average found to be 1,918,000 pounds per square inch. The modulus of elas-
ticity in shear F was taken as one-fifteenth of this value, or 127,900 pounds per square inch.
The beams were supported near the ends and loaded at the center. Computed deflections were
obtained by substituting in the formula

where A = area of the cross section.

The errors are expressed in percentage of the measured deflections. The average F was
used for all beams, but in using E its value for each particular beam was substituted. An
examination of the table shows that test and computed values agree remarkably well.

In Table II are given measured deflections for the I and box beams, sections of which are
shown in Figure 1.

Deflections were computed by the usual formula

and by the more exact formula

where,

P13 A -
48E/

P13 KP1A =
48EI

-F 
F

[	
3
(,	 t	 K 2

K is the quantity 1 
+ 

2 - K-1 - E "2) K (-2 
-1)
	 •t	 10/

K,3	 1

The true modulus of elasticity in tension and compression was used in both formulas. The
shearing modulus F was taken as 99,000 pounds per square inch, or about one-eighteenth the
average true modulus of elasticity. Errors by the two formulas are expressed in per cent of
the measured deflections. An examination of the table will show at a glance how much more
closely the deflections can be estimated by the exact formula. For example, estimated values
for a 3-foot span by the exact formula check test results within 0 to 12.1 per cent, whereas
values by the ordinary formula are in error from 34.6 to 65.7 per cent.
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The great difference in the shearing modulus of elasticity of ply-wood webs with the grain
at 45° to the length of a beam and with the grain of face plies perpendicular to the length of
the beam is well illustrated in Figure 7. The section of the beam is that of the double I shown
in Figure 1. A pair of beams were matched throughout, the only difference in the two being
in the direction of the grain of the ply-wood webs. Both were tested over spans from 2 to 14

PIAFIG. 7.—Relation of span to value obtained by substituting deflections in add•

feet, and the points indicate the results of these tests. The full lines were obtained by sub-
stituting in the formula

P13 ITP1A=
48E/ F

For the beam having ply-wood webs with the grain at 45° to the length of the beam,
353,000 pounds per square inch was used for F, and for the beam in which the face grain of the
ply wood was perpendicular to the length of the beam, 99,000 pounds per square inch was
used, the shearing modulus in the former case being over three and one-half times that required
in the latter case.

With the aid of the complete deflection formula we can determine the error for any span
introduced by neglecting shear deformations.

Now, in substituting measured deflections in P/3  , the ordinary formula for center loading,
48A/

we get:

since, as shown above:

Pta E, =
XP-1)481	 + --

48	 F

1313  
+ 

KP1
48E1,1 F

1309



DEFLECTION OF BEAMS WITH SPECIAL REFERENCE TO SHEAR DEFORMATIONS. 	 15

This value E. has been plotted for various spans in Figure 8 for a rectangular beam and

5
T for a few standard I and box sections ET was taken as 100 per cent and F as 17.

ET -= true modulus of elasticity.
P13 

= 4801 where A = measured deflection.

F = modulus of elasticity in shear.

ET K = a constant for the section. Taking F for spruce = 17.5

For extremely short spans in which the shear deformation might be as much as one-half the
total deformation we might anticipate that deflections of beams loaded, at the third point would
give considerably different values for E. when substituted in the usual formula than would
deflections for beams loaded at the center. The shear deformation in both cases is proportional

SITRA SPRUCE BEAMS
SOLID AND STANDARD WING SEAM SECTIONS

Center loading
al)= Reciangular,K- 0,3--A,- A- Area of section.

(1) = F-S-L rear beam,K=.0909	 Co-rational Curves: (5)= Loening rear beam,K=07 14
(2) '	 "	 front	 -	 " =.0779 '2,,E- (6) -	 •	 front	 -	 • •:0500
(3) '' N.C. reor la 'clang e if-;0474-
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11 + 481171.75 (71= T. F. -	 rear	 •	 • • r 160
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Span to depth ratio

FIG. 8.–Relation of span-depth ratio to value obtained by substituting measured deflections in

to the stress, but for equal stresses the deflection of a beam loaded at the third points is greater
23

by
	 Assuming the deformation due to shear in the case of the beam loaded at the center•

0.50 of the total deflection, E. would be 50 per cent in error. Then for the third-point loading
the shear deformation is numerically the same because of equal stress, but the deflection due

23
to change in the length of the fibers is 	 as much as in the former case and our error is now

approximately 44 per cent, or a difference of only 6 per cent, and this only in an extreme case.
For all practical purposes we could neglect this difference and assume our error equal in the
two cases.

An examination of Figures 3, 4, and 8 would indicate that the moduli of elasticity given
in our Bulletin 556 for small clear specimens tested over a span 14 times the depth of specimen
are about 10 per cent below the true modulus of elasticity in tension and compression. This is
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true; it is a value obtained by substituting measured deflections in the usual deflection formula
neglecting shear deformation. However, if this value is in turn used to estimate the deflection
of a solid rectangular beam by substituting in the usual formula we arrive at the correct deflec-
tion provided our span is 14 times the depth. For ordinary spans, say from 12 to 28 times
the depth, the error would be within 5 per cent. For rectangular beams used in ordinary lengths
then we would not vitiate our results to any great extent by using these values of modulus of
elasticity in the usual formula.

In the design of box and I sections with relatively little material at the plane of maximum
horizontal shear, however, very considerable errors will occur even for large span-depth ratios
unless the more accurate method of determining the elastic properties of a beam is employed.
For some sections tested the error introduced at a span of 14 times the depth was over 35 per
cent as against 10 per cent for a solid rectangular beam.

CONCLUSIONS.

Because of the magnitude of shear distortions it is often necessary to calculate the elastic
properties of wood beams by formulas which take into account such distortions. This is
especially true for box and I beams which have the material distributed in a way to take care
of maximum tensile and compressive stresses, which means a minimum of material at the plane
of maximum longitudinal shear. The shear deformation is proportional to the moment to

which the beam is subjected and may be expressed by KP1 
where P is the load on a beam of

span 1, F is the modulus of elasticity in shear, and K a coefficient depending upon the shape of
the cross section and upon the loading. Two formulas for the determination of K have been
developed. The first is a rather long formula developed by ordinary methods, the second a
simpler formula and more empirical in its nature. Both check experimental results very closely,
but the second formula is recommended because its use involves less labor and offers less oppor-
tunity for error.

Usually shear deflections are neglected, and deflection determined by test when substituted
in the usual deflection formulas will give a modulus of elasticity less than the tension and com-
pression modulus, the error increasing as the span is reduced. The elastic properties given ill
such tables as are included in Bulletin 556 were determined in this way. These standard
bending specimens have a span depth ratio of 14, for which ratio the modulus of elasticity in
shear is about 10 per cent below the true modulus in tension and compression.

However, if these values are used in design they will give correct deflections for solid rec-
tangular beams of the same span-depth ratio if substituted in the usual formulas with which
they were determined. Furthermore, for ordinary spans, say from 12 to 28 times the depth of
beam, they will give values correct within 5 per cent. For shorter spans it would be preferable to
use the more exact formulas which take into account shear deformations. There is very little
difference in the errors for center and third-point loading. For beams of I and box section shear
distortions are far more pronounced and errors of considerable magnitude will be introduced
even for large span-depth ratios unless the exact formulas are employed.

Box beams with ply-wood webs have a greater modulus of rigidity with the grain of the
plywood at 45° to the length of the beam than with the grain of the face plies perpendicular to
the length. Teats showed the former type to have a modulus of rigidity over three and one-half
times the latter type.
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APPENDIX.

The development of the formulas for shear deformations.

BEAMS OF SOLID RECTANGULAR SECTION.

Let us assume first a rectangular beam supported near the ends and with a concentrated
load at the center.
Let

We have,

q= unit shearing stress.
V = total vertical shear.
I = moment of inertia of section.
b = thickness of section.
d = depth of section.
y = distance from neutral axis.
F= modulus of elasticity in shear.
f = deflection due to shear.

V
4 — .76 j WY,

a well-known formula, which gives a distribution as shown in Figure 6, curve A. This gives
d/2

V Ali 	 (d2 4y2).
g= 1x-6

Now, the unit shearing stress q produces a deformation 1, in planes at unit distance apart.
The work in shear per unit of volume, therefore, is

4x 4 q22 F — 2 F

q2 _  V2 (d4 — 8d2y2+16y4) 
2 F	 128F/2

Multiplying by the element of volume b dy dx and first integrating with respect to y with
limits — d/2 and + d/2

172bd6 8	 3 V' dxInternal work = 
f128F/2 x 15dx = f 5 F bd .

In the case assumed V is a constant and the expression becomes

Internal work = V21
5 F

Now, for a beam supported near the ends and loaded at the center V=P/2 and the external
fPwork is --•2

We may write therefore:
Pf _  3 P2/ 
2 —5x4xbdF

4. 0.3P/
bd F •
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If A= the total deflection we then have for a solid rectangular beam loaded at the center

A= 	 +	 where A =bd.48E1 AF
P13 0.3P1

In the case of a cantilever beam we would hate =P and

1.2 Pl A	 1.2P1
f–  bdF	 and.	7A—F.

for a solid rectangular beam. For beam supported at the ends and loaded equally at the
third points

0.4P'/
bdF

where,
P' = load at each third point,

Or

0.2P1f-w
where,

P = total load.

Similarly, we may show that for a uniformly distributed load P

0.15P1
bdF

So far these expressions for shear deformations apply only to beams of rectangular section.

I OR BOX BEAMS.

Let us now examine an I beam or, what is practically the same, a box beam. The follow-
ing notations will be used in addition to those already given:

K2 = distance neutral axis to extreme fiber.
Ki = distance neutral axis to inner edge of flange.
t2 = width of flange.
t,– thickness of web; in box beams combined thickness of webs.

In the flange:
V Ors	 V

q = t2Y4 =	 K23 y2).2	 El

In the web:
q=	 f ::t2ydy+ f 

v 
tiy dd.

The distribution of shearing stress will be as shown in Figure 6, curve B.
The internal work per unit volume is

where,

92 dads2F

da = tdy.
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Assuming a beam of length 1, loaded at the center with a
=Pf12 and since the external work equals the internal work:

Pf 12 = 2 .A,Cgatdy
or

load P, the external work

Pf _1 r tIP2SK2

,	

4

2 —	 16/2 K ( K2 — 2 K22Y2 Y4)(1Y + 1 t6112t12 
forit22 ( K2 K,) 2dy+ 2t,t,(K, 2 K22 — K22Y2 K14F L 

giaody + 42 ( Ki4 2 Ki2y2 y4)41

Integrating with respect to y and substituting the limits and 2 for V we obtain:

f = g---Pip[t2(A K25 — K24 K, + 2 K22 Ki2 	 1‘16)+It (K24 K,— 2 Ki3 K22 ± K/2)
1

ti	 K .J"

Note that for the limiting condition when .1(1 = K2 and t, = t2 , we get f 
—already been determined for a rectangular beam loaded at the middle.

0.3 Pl
bd F , which has

0

1309	
Z la 39702 F


	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	Page 11
	Page 12
	Page 13
	Page 14
	Page 15
	Page 16
	Page 17
	Page 18

